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ABSTRACT

The Global Positioning System (GPS) is revolutionizing the science of navigation. Never before has
there been a system that could provide real time, world wide, continuous coverage with the such precision.
Yet, tae accuracy achievable with GPS alone is not sufficient to achieve autonomous flight of an Unmanned
Aecrial Vehicle. However, when integrated with an Inertial Navigation System and other non-inertial sensors
using & Kalman Filter, GPS supplies the critical positioning information to permit such an achievement.

This thesis presents the selection and integration of a GPS receiver using Differential GPS (DGPS)
in support of 8 UAV autonomous flight project. Contemporary electronic nuvigation systems are surveyed,
GPS operation is reviewed, and « Motorola PVT-6 GPS recsiver selected. Using the Motorola Proprietary
Binary Format protocol, several software drivers were written in C to interface the information to an Intel
80486DX CPU using the RS-232 serial communication standard. Finally, an examination is made to
determine the maximum reacquisition time, the DGPS accuracies achievable and the effects of pssudorange

correction latency on DGPS uccuracy.
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I. INTRODUCTION

The last of a 24 satellite constellation was launched into
orbit in June 1993, and with it, "the science of navigation is
poised to take a great leap forward" (Carey, 1993, p. Bl). The
Global Positioning System (GPS) revolutionized electronic
navigation by providing worldwide, real-time, continuous
coverage with three dimensional accuracies at least an order
of magnitude better than any other system in existence. Even
with these capabilities, it is not the panacea some make it
out to be. Absolute accuracies (i.e., accuracies using a
single receiver) better than ten meters within two standard
deviations cannot be achieved,

Differential GPS (DGPS) shows great promise by further
improving accuracies to within one to three meters. DGPS uses
two GPS receivers where one is placed in a known location and
the other is allowed to move. By computing the difference
between the stationary receiver’s actual and GPS determined
locations, and then transmitting these differences to the
other GPS receiver, the other GPS receiver can correct its
output to obtain the improved position information. This
improvement would he sufficient for an aircraft to achieve an
autonomous landing with GPS alone were it not for the
unreliability of the GPS signals in high speed, critical

maneuvering evolutions. It is not uncommon for a GPS receiver




to lose track of one or more of its satellites for a several
seconds, and thereby, be unable to provide positioning
information. While not a catastrophe for a slow moving surface
vehicle, an outage of even a few seconds could prove fatal for
an aircraft.

In an attempt to achieve the accuracy and reliability
required for autonomous flight in a navigation package light
enough for a small unmanned aerial vehicle (UAV), this
research effort is part of a project where the GPS information
is combined with the outputs of an Inertial Measurement Unit
(IMU) and with data from other non-inertial navigation sensors
such as airspeed and altitude indicators in a Kalman Filter.
A contribution is made by selecting the past GPS receiver,
defining its method of employment and writing the necessary
software drivers to smoothly interface them with a Central
Processing Unit (CPU).

In the following chapter, contemporary electronic
navigation systems are surveyed, discussing their advantages
and disadvantages. Realizing the obvious benefits of GPS,
Chapter IIl examines the User Ssagment of GPS emphasizing those
details necessary tc intelligently select and use the GPS
receiver in a manner that best supports the various project
requirements. Chapter IV brings it all together by detailing
the receiver selection and capabilities as well as the

criteria for its use. It also describes the hardware and

software necessary to interface the receivers with the CPU.




Three tests were conducted to confirm expected operational
capabilities. They are described and the results from them are
presented in Chapter V. The appendices include receiver
specifications, the ephemeris algorithm and the software

drivers written in C code as well as other information to aid

the user and the programmer.




II. SURVEY OF ELECTRONIC NAVIGATION METKODS

The invention of wireless communications in the early
twentieth century ushered in a new era in navigation allowing
seafarers to safely pilot their ships in the absence of sight
and sound for the first time in the history of mankind. The
first use of radio waves required a vessel to transmit a
continuous wave at some frequency. On shore, receivers with a
rudimentary direction finding capability triangulated the
ship’s position and transmitted it back to the ship. The
position was not very accurate by today’s standards but served
its purpose well in regions of the world where the sky was
commonly obscured by clouds or fog when far from land.

The next significant advance came with the invention of
highly accurate chronometers. First, the quartz clock, and
then, the atomic time standards with mind boggling stabilities
providing accuracies better than one second in 30,000 years or
one part in a trillion (10%) (Loysdon, 1992, p.156). Such
precision is required to allow the precise measurement of
frequency. In addition, Transit (SatNav) and Global
Positioning System (GPS) partially determine position by
measuring the amount of time fo~ the signal to travel from the
satellite to the receiver. Radio waves travelling a:t the speed

of light will advance one foot in one billionth of a second




(Kayton, 1990, p.33e¢). It is mnot difficult to see the
necessity for such accuracy in time keeping.

In order to appreciate the quantum improvement in the
science of navigation that GPS has achieved, it is worthwhile
to review the major electronic navigation methods in use
today. A brief review of some principles and characteristics
of electromagnetic waves is given, followed by an individual
description of earh of the major navigation systems. While an
etfort has been made to succinctly describe the theory upon
which the system operates, the important point is to notice

the range, coverage and accuracy for each method.

A. PRINCIPLES AND CHARACTERISTICS OF ELECTROMAGNETIC WAVES
Radio waves in a vacuum theoretically travel at the speed

of light. Wavelength is related to frequency by Equation (1):

4 = 2.997925 >f<10° m/sec (1)

where A\ is the wavelength in meters and f is the frequency in
Hertz. Figure 1 demonstrates this relation for the
electromagnetic spectrum. Information may be carried on a
radio wave through one or more modifications to its shape.
These modifications include changing the amplitude, frequency
or phase of the radio wave and are appropriately called

amplitude, frequency and phase modulation, respectively. In

addition, a wave may be intermittently transmitted or pulsed.
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This is called pulsed modulation. Figure 2 shows three

representative examples of modulation techniques.
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Figure 1. Wavelength Related To Frequency In The
Electromagnetic Spectrum. (Hobbs, 1981, p. 217)

Radio waves, like light, experience such phenomena as
reflection, absorption, refraction, diffraction and
interference. With respect to the earth’s environment, the two

most influential features on the distance and path radio waves

travel are the earth’s surface and the ionosphere. The
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Figure 2. Modulation Techniques Commonly Used.
(Hobbs, 1981, p.219)

ionosphere has four 1layers and exists at a height of
approximately 60 to 400 Km above the earth’s surface. This
highly charged and fluctuating segment of the atmosphere not

only absorbs radio wave energy but also reflects it (Beck,




1971, p.95). Waves that are reflected by the ionosphere are
called "sky waves"., The ionosphere is affected by diurnal and
seasonal fluctuations and by the level of sunspot activity
which in turn affects the performance characteristics of sky
waves. Sky wave phenomena is also greatly influenced by the
fregquency, angle of incidence, and the height and density of
the various layers of the ionosphere. The sky wave frequencies
most commonly observed are in the 300 KHz to 30 MHz band
(Medium and High Frequency bands). Because of the higher
resistance of the earth’s crust compared to the atmosphere,
radio waves transmitted parallel to the earth’s surface are
slowed causing the wave to bend. The degree of bending is
inversely proportional to the frequency. Thus lower
frequencies will travel over the horizon in a direct path.
These radic waves are called ground waves. As it might be
expected, a receiver might travel along the surface of the
earth from the transmitter origin and receive the ground wave,
enter into an area shadowed by the earth’s curvature with no
signal, and then pick up the reflected "one-hop" sky wave even
further out. Figure 3 illustrates this. Furthermore, when
conditions are right, one-hop sky waves may experience
reflection by the earth’s surface and subseguent ionospheric
reflection for a "two-hop" sky wave. Navigation systems such

as Loran-C and Omega use reflected sky waves (when they exist)

to extend their effective range. (Logsdon, 1992, pp. 95-98)




Figqure 3. Sky Wave And Ground Wave Patterns. Ray 1 Is
Refracted Through The Ionosphere, Ray 2 Is A One-Hop
Skywave, Ray 3 Is A Two-Hop Skywave And Ray 4 Is A Ground
Wave. (Hobbs, 1981, p. 225)

Finally, several major navigation systems exploit radio
wave phase measurement in order to determine two dimensional
position. The principle of operation uses two synchronized
transmitters located a fixed distance apart. The line between
thom is called the baseline. As a result, at half-wavalength
intervals the phase difference between the two signals is
zero. In this type of system, the half-wavelength segments are
normally called lanes. As the distance from the baseline
increases the lines of equal phase or "isophase lines" radiate
outward from the foci of the two transmitters in hyperbolic
fashion as shown in Figure 4. Thus, methods employing this
technique are called hyperbolic radio navigation systems. If
the two transmitters were to transmit a pulse instead of a
continuous wave, then by measuring the time of arrival of each
synchronized pulse, vne’s position might also be determined.

The points where the times of arrival of transmitted pulses

are the same describe a hyperbolic locus. This type of method




is also considered a hyperbolic radio navigation system. With
the exception of radio beacons, all contemporary terrestrial
radio navigation systems use some sort of hyperbolic

navigation method. (Bowditch, 1984, pp. 1015-1016)

NS
SR

Figure 4. Construction Of A Hyperbolic Interference
Navigation Pattern. (Hobbs, 1981, p. 227)

B. RADIO BEACONS

Radio beacons are continuous wave transmitters modulated
with a unique Morse code identification. They are usually low
pover transmissions in the low and mid frequency bands with a

range of less than 200 miles. Most cannot be received beyond

10




20 miles (Hobbs, 1981, p. 231). They operate using shipboard
radio direction finding (RDF) equipment where two or more
beacons are used to obtain a fix. The accuracy is highly
dependént on the sensitivity of the RDF equipment as well as
the range from the beacons. As Figure 5 illustrates, the
geometry of the radio beacons relative to the ship may also
play a significant role in the accuracy. Finally, the precise
positions of the beacon transmitters must be known or the line
of bearing is useless. In other words, the position
information cannot be determined in terms of latitude or

longitude until after it is plotted.

C. LORAN-C

Loran=C is the descendent of the first attempt at a
hyperbolic navigation system developed during World War II for
both ships and aircraft (Wilkes, 1987, pp. 31=34). From Figure
6, it can be sesen that it covers almost the entire northern
hemisphere with only a very small area covered below the
-quatOH and then only by sky waves when they exist.

Loran-C operates in the low freguency band at 100 KHz with
a 10 KHz bandwidth. Within geographic areas, there is one
master station and two or more secondary stations., All
stations sequentially transmit a pulse modulated continuous
wave in groups of eight pulses separated by one microsecond
with the exception of the muster station which transmits nine

pulses. The ninth pulse is separated from the first eight by

11




PLOTTING INTERSECTING RADIO BEARINGS
Ship's most probadle position ... g

Other probable positions. . . .

Yigure 5. Intersection Of Radio Beacon Signals Showing Error
Spread As Range From The Source Increases. (Hobbs, 1981,
p.235)

two microseconds and is wused primarily for visual
identification when viewing the pulses on an oscilloscope.

This can be seen in Figure 7. Each group of master and

12
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The Northern Hemisphere. (Hobbs, 1981, p. 237)

secondary stations is called a chain. Currently, there exist
13 chains throughout the world. (USNO, 1972, p. 7-5) (Hobbs,
1981, pp. 236-239)

Each master and secondary station transmits according to
a predetermined fixed order synchronized using precise atomic
time standards. Within each receiver, the group of eight
pulses are integrated to form one pulse of 320 microseconds.

The time difference of arrival is then measured between the

13
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Yigqure 7. Loran-C Pulse Sequence For A Four Station Chain.
(Hobbs, 1981, p. 239)

master and selected secondary station pulse from which may be
plotted a line of position on Loran-C charts. As shown in
Figure 8, Loran-~C charts have the number coded hyperbolic
lines ovaerlaid on charts and to enable plotting. Chain and
station identification are achieved by measuring the pulse
repetition rate (PRR) and the pulse repetition interval (PRI).
(USNO, 1972, p. 7-5) (Hobbs, 1981, pp. 236=239)

Accuracy of the system varies from about 700 ft near the
baseline to about 2000 ft near the extreme range of the
system. Due to the low frequency, baseline distances range
from 1000 to 1500 miles so that coverage within a chain
includes a great deal of area. Similar to the use of radio
beacons, Loran-C charts and tables are required for the signal

information to be meaningful.
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Figure 8. A Portion Of A Loran=-C Chart Coveraed By The
Northeast U.S. Chain. (GRI 9960) (Hobbs, 1981, 242)

D. DECCA NAVIGATOR BYSTEN

Dacca was conceived by an American and developed by the
British Admiralty Signals Establishment during World War II
for use in mine sweeping and the Normandy invasion forces in
1944 (Beck, 1971, p. 65). Today, it is operated by the Racal-
Decca Navigator Company in only a few but very heavily
traveled areas in the world as shown in Figure 9. It operates
using the principles of hyperbolic radio navigation but on a
much smaller scale than Loran-C.

Each separate area of coverage has a master station and up

to three slave stations arranged in a star pattern around the

15




Yigure 9. Areas Of The World Covered By Decca., (Beck, 1971,
p. 64)

master station and identified by a color designator of graen,
red or purple. Each station within master/slave chain
transmits an integer multiple of an unmodulated, continuous
wave base frequency (f) in the range of 14.00 KHz to 14.233
KHz. The master station transmits at 6f, the purple station at
5f, the red station at 8f and the green station at 9f. Each
master/slave pair is phase locked along the baseline. A Decca
recelver consists of four receivers, one for each of the
frequencies transmitted by the master and slave stations.
(Beck, 1971, pp. 65-67)

Within the receiver, each master/color frequency is
integer multiplied to get another unique multiple of the base

frequency which is the first common multiple of either of the

16




two. For instance, the master station frequency of 6f when
multiplied by four and the red station frequency of 8f when
multiplied by three produce a new harmonic of 24f for the
master/red station pair. Each half wave-length of this new
harmonic is considered a "Decca lane", and by comparing phases
of the twe signals, one can determine position within the lane

as Figure 10 illustrates.

m.

po—e—-DECCA LANE J‘i DECCA LANE ——

90° PHASE
DIFFERENCE

MASTER RED SLAVE
6f x 4 = 2 . Bl x 3 = 241
7no0° ' 8 70

I I M
"" 0‘0' tln' r;n' :m‘nv w0 0 mee e /0°

PHASE DIFFERENCE

Figure 10. Phase Comparison Of Decca Master/Red-Slave
Signals Along The Basa Line. (Hobbs, 1981, p. 251)

Lane ambiguities are resolved once each twenty seconds
when all four stations transmit the fundamental frequency f
whose half-wavelength precisely encompasses the common
multiples (.18f for the master/green pair, 24f for the
master/red pair and 30f for the master/purple pair). By using
phase comparison of the received signal in each of these
"Decca zones" as shown in Figure 11, the exact lane can be

determined. In a like manner, zone ambiguities are resclved by

17




transmitting on a frequency of 8.2f also every 20 seconds.
Called an orange frequency, it forms a coarse hyperbolic
pattern within which each 360° difference cycle encompasses

five zones. (Hobbs, 1981, pp. 252-253)

p—eeceeee GREEN DECCA ZONE =i

MASTER
LANE LD. SIGNAL

%" LANE 1D, BieNA
PHASE = L
nxrrmlznncz

i3 3
PHASE PHASF.
DIFFERENCE DIFFERENCE

Figure 11. Phase Comparison Of Decca Master/Green-Slave Lane
Identification Signals. (Hobbs, 1981, p. 252)

The effective range of each chain is approximately 240
miles from the master station. At 100 miles, the accuracy is
approximately 30 yds by day and 100 yds by night. Again, this
system requires the Decca charts and receiver in order to

provide positioning data. (Bowditch, 1984, pp.1058-1059)

E. CONBOL

Consol was developed in 1945 from a German radio beacon
system called Sonne. It is a hyperbolic radio navigation
system with a very short baseline such that a "degenerated"

hyperbolic pattern is formed. The curved portions of the
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hyperbolic pattern are not used, and so it acts as a long
range radio beacon. It is used mostly in Europe and the
Mediterranean. Another system very similar to Consol, called
Cosolan, is used in the United States. Both have the advantage
that no special equipment is required other than a low
frequency receiver. The operator only needs to listen to the
number of dots or dashes to know where within a particular
sector the receiver is located. (Beck, 1971, 113-116)

Both systems use low frequency radio waves in the range
from 190 KHz to 350 KHz. Each station coneists of three radio
towers spaced three wavelengths apart. One of the towers
transmits a continuous wave frequency while the other two
transmit waves that undergo 180° phase shifts with respect to
the CW wave during a keying cyecle. All the signals are
modulated with dots and dashes. This arrangement produces a
series of sectors 10° to 15° wide as shown in Figure 12. The
phase shift of the combined signal results in a variable
number of dots and dashes being heard depending on the radial
position within the sector. (Beck, 1971, 113-116)

Consol range can be up tu 1500 miles but not less than 25
miles due to the compressed width between sectors close to the
transmitters. Keeping in mind that only radial lines of
position may be obtained from a Consol station, accuracies of
less than a degree may be obtained at the maximum range
improving as the receiver approaches the station. Other tlian

knowledge of the station location and the dot and dash
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Figure 12. Polar Diagram Of Consol Pattern. (USNO, 1972, p.
7-29)
position correlations, 1little is regquired to use Consol.

(USNO, 1972, p. 7=5)

F. VOR/DME AND TACAN

VOR/DME stands for VHF omni-directional Ranging/ Direction
Measuring Equipment and TACAN stands for Tactical Air
Navigation. It is, in effect, a radio beacon system for

aircraft along heavily travelled airline routes and between

military airfields and ships. The principle of operation of




TACAN is the same as for VOR/DME except that TACAN uses higher
frequencies and is more accurate (Beck, 1971, pp. 26-28). Some
VOR stations are equipped to respond to TACAN DME freguencies
and are called VORTAC stations. VOR/DME uses VHF fregquencies
between 108 MHz and 118 MHz and TACAN uses UHF frequencies
between 960 MHz and 1,215 MHz (Logsdon, 1992, p. 136).
Consequently, both systems are line of sight only.

VOR employs two different signals working together in
partnership: a narrow-beam rotating "lighthouse" transmission
coupled with an "blinking" omni-directional pulse. As the
lighthouse transmission sweeps past magnetic north, the
blinking pulse is transmitted. Receiver equipment marks the
time of receipt for the first pulse and then the time of
receipt for the lighthouse sweep. Since the lighthouse sweep
rotates at a fixed 30 rev/sec, it is a simple matter to
computae the bearing from magnetic north. VOR provides only
bearing information. (Logsdon, 1992, pp. 36-38)

For range from the VOR station, the aircraft transmits a
series of interrogation pulses to the DME at the VOR station
which then transmits a reply a fixed time after receipt.
Equipment on the aircraft computes the slant range by dividing
the time from interrogation to the time of receipt of the DME
response by two and multiplying by the speed of light. Figure
13 illustrates this operation. (Logsdon, 19382, pp. 36-38)

At the extreme range of receipt, VOR can be off by as much

as three degrees. However, as the range to the transmitter
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decreases, the error 1is reduced. Overall, VOR/DME TACAN
positioning accuracies range from approximately 200 to 600
feet (Logsdon, 1992, p. 36). The obvious advantage over a
radio beacon system is ack of need for RDF equipment on board

the aircraft.

G. OMEGA

The Omega navigation system was designed to provide
worldwide coverage and to be accurate. It consists of only
eight stations, each using a base frequency of 10.2 KHz, and
transmitting at 10 Kw power. This makes it possible to receive
af least three and u#ually four stations anywhere on earth
with an accuracy of approximately one nautical mile. Omega’s
principle of operation is similar to Decca in that it is a
hyperbolic radio navigation system that uses tha phase
comparison of two CW transmissions to obtain a line of
position. It is different in that any two stations can be used
to obtain a line of position and with special receiving
equipment, range from the two stations for a fix. (Bowditch,
1984, pp. 1016-1036)

Two 10.2 KH2 continuous waves transmitted exactly in phase
but travelling in opposite directions produce a series of
hyperbolic lanes called Omega lanes. Each lane is eight
nautical miles wide which corresponds to the half-wavelength
of the frequency. Phase comparison determines the receiver

position within the lane which is expressed in terms of

22




VOR: OMNI REFERENCE PULSE +
ROTATING "LIGHTHOUSE"
SIGNAL

(FULL SYSTEM PROVIDES
HEADING AND SLANT RANGE)

ROTATING
OMNI SIGNALS 30660 LIGHTHOUS
N W LIOHTS

: X Rev/Sec

DME: 2-WAY ACTIVE
SPHERICAL RANGING

SLANT RANGE a C ‘AiL “hta,

Figure 13. VOR/DME Principles Of Operation. (Logsdon, 1992,
p.37)

AIRCAATT

centicycles (cec) or centilanes (cel). These are defined to be
0.01 of the width of the lane. Figure 14 shows two Omega lanes

produced by the 10.2 KHz frequency. (Hobbs, 1981, pp. 259-262)
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Figure 14. Two Half-Wavelength Omega Lanaes Produced By The
Phase Comparison Of The 10.2 KHz Signals. (Hobbs, 1981, p.
260)

Lane ambiguity is resolved by multiplexing the basic
frequency with three others at 11.05 KHz, 11.33 KHz and 13.6
KHz over a ten second period according to the commuta;ion
pattern shown in Figure 15. Within the receiver, the
difference frequencies of 0.283 KHz, 1.133 KHz and 3.4 KHz are
extracted which are 1/36, 1/9 and 1/3, the frequency of the
10.2 KHz signal, respectively. The 3.4 KHz signal is used to
establish a broader phase lane that encompasses three Omega
lanes. Likewise, the 1.133 KHz signal phase lane encompasses
three of the 3.4 KHz phase lanes and so on. By parforming
successive phase comparisons as demonstrated in Figure 16, the
operator can easily determine within which Omega lane his

recelver is located. (Hobbs, 1981, pp. 259-262)
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H. SHIP’S INERTIAL NAVIGATION BYSTEM (8INS)
Although it reguires no extarnal input, SINS is still an
extremely useful navigation system. It is found primarily on
submarines and aircraft carriers. Inertial navigation is...
",.. the preocess of directing the movements of a vessel
based on sensed accelerations in known spatial directions
by means of instruments that mechanize the Newtonian laws
of motion, integrating such accelerations to determine
velocity and position." (Hobbs, 1981, p. 281)

In essence, an inertial navigation system such as SINS is a

highly accurate dead reckoning computer.
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Figure 16. Three Successive Omega Phase Comparisons For Lane
Resolution On Surface Ships. (Hobbs, 1981, p. 261)

SINS mounts two accelerometers on a platform stabilized by
a system of three gyros in such a way that it is constantly
coincident with a plane tangential to the earth’s surface. The
two accelerometers are continually oriented in a north-south
and east-west direction; hence, they are sensitive only to
horizontal north-gsouth and east-west accelerations.
Integrating tha accelerations with respect to time gives the
component velocities from which the ship’s true velocity may
be computed. (Hobbs, 1981, p.281-282)

Because of the cumulative affect of a number of possible
sources for errors such as friction in the gyro supports and
disturbances caused by the daily rotation of the earth, SINS
accuracy degrades over time and must be updated from axternal
sources. One improvement to SINS has been the Electro-Static
Gyro (ESG) which is used to reset or update the SINS. Simply,

the ESG is a one centimeter diameter beryllium sphere spinning




at 216,000 rpm in a near perfect vacuum. This rotor is
supported solely by an electrostatic field. The sphere is thus
freed from the classical gyro bearing friction as well as many
of the associated random torques that a mechanical support can
introduce. The ESG extends the interim period between external
updates by a factor of six. (Kayton, 1990, pp. 194=-206)

Another improvement in SINS technology is the Ring Laser
Gyro (RLG). It differs from the traditional concept of a gyro
in that it contains ro spinning mass. It is a closed geometric
laser path (usually triangular such as the one in Figure 17)
centered on an expected spin axis. Identically phased laser
beams are continuously generated, which travel in opposite
directions around the closed path. Any rotation about the spin
axis causes an apparent phase diffaerence in the two beams at
a measurement point at one vertex of the triangle,
proportionual to the speed of rotation. When combined with the
output of three mutually orthogonal accelerometers, position
and velocity are easily computed. RLG’s increase the precision
over an ESG monitored SINS by an order of magnitude. (Hobbs,
1981, p.281-282)

Finally, in an effort to further improve accuracy and
reduce size and weight, the latest development is the Fiber
Optic Gyro. 1Its principle of operation the same as RLG'’s
except the laser path can be tightly wound in a spool and
mirrors are not required. The technology is very young and

promising and is still being perfected.
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Figure 17. Single Axis Ring-lasar Gyro. By Monitoring The
Interferance Pattern Caused By The Two Counter Directional
Isophase Light Beams, Extremely Small Rotations Can Be
Measured. (Logsdon, 1992, p. 107)

I. SHIPBOARD DOPPLER SONAR BYSTEM

Another navigation system that does no* provide absolute
position as much as it provides accurate inputs to a dead
rackoning system 1is the Shipboard Doppler Sonar System.
Because of its extreme accuracy in measuring very slow
velocities, it is found on very large ships where ship’s speed
over ground is important. For example, when mooring to a pier,
the ship could crush the pier if the contact velocity were
greater than a knot (Hcbbs, 1981, p. 285).

It operates by measuring the doppler shift of two or more

sonar beams in order to compute speed over ground. One such




system by Raytheon, called Janus, uses two fixed hull mounted
transducers that transmit pulsed sonar signals in two beanms,
one forward and the other aft, at about a 30° angle from the
vertical. Figure 18 illustrates a similar configuration that
uses four transducers. The former of the two produces fore and
aft speed accuracies of 0.1 kt, depth accuracies to the
nearest foot, meter or fathom and distance accuracies to the
nearest hundredth of a nautical mile. (Kayton, 1990, pp. 188-
183)

J. TRANSIT

Transit Navigation Satellite System, sometimes called just
Transit or SatNav, can trace its conceptual origins directly
to the launch of Sputnik I. It consists of five satellites in
polar orbits at an altitude of 580 nm with periods of
revolution of 107 minutes as shown in Figure 19. The rest of
the system includes ground tracking stations, a compnting
center, an injection station and receivers. Its geometry is
configured such that every satellite comes within range of
every position on earth at least twice a day at 12 hour
intervals. The average time between fix opportunities
approximately 100 minutes at the equator and a half an hour
near the poles. The difference is due to the intrinsic nature
of polar orbits. (Bowditch, 1984, pp. 1066-1095)

Transit employs two freguencies in the UHF band of 150 MHz

ard 400 MHz. It operates by using an integrated doppler method
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Figure 18. A Dual-Axis Four=-Beam Janus Sonar Array Of The
Raytheon Doppler Sonar System. (Hobbs, 1981, p. 2B5)

where the slant range from the receiver to the satellite is
computed by fitting the doppler phase shift curve of the
satellite to look up table. Each satellite transmits a phase
modulated message that repeats every two minutes containing

the satellite time, ephemeris and other information from which




Pigure 19. The Distinctive "Bird Cage" Polar Orbits Of
Transit Satellite System. (Hobbs, 1981, p.275)

the receiver calculates the receivers position in space and
computes the longitude and latitude. Within in each pass of
the satellite, the receiver needs to collect at least three
successive messages for a fix. Four are preferred and seven
are optimal. The number receivable is dictated by the height
above the horizon achieved by the satellite. (Bowditch, 1984,

pp. 1066-1095)
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The accuracy of Transit is affected by ships dead
reckoning accuracy and speed of advance. For a stationary
ship, it is common to achieve accuracies of 35 meters made
possible by the shorter wavelength of the UHF signals
(Bowditch, 1984, pp. 1067). It is significant to note that
while this system is world wide and has improved positioning
accuracies of better than an order of magnitude over systems
discussed so far, it is comparable to Omega in its coverage
and worse in its availability to provide positioning

information.

K. GLOBAL POSITIONING SYSTEM (GPS)

With the June 1993 launch of the twenty-fourth satellite,
NAVSTAR’s Global Positioning System (GPS) became fully
operational in late 1993. GPS provides real time three
dimensional positioning and timing information anywhere in the
world. It consists of 24 uniformly spaced satellites in six
orbital planes at an altitude of 20,180 Km as depicted in
Figure 20. Like Transit, it uses two UHF frequencies at 1,575
MHz and 1227 MHz simultaneously upon which constellation
ephemeris data, atmospheric propagation correction data and
satellite clock error are phase modulated. (Wells, 1987, pp.
4.00-4,11)

The principle of operation for GPS is to calculate the
range from four Adifferent satellites using the broadcast

message, and to compute the longitude, latitude and altitude
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Figure 20. GPS Constellation With 24 Satellites Ensures At
Least Twelve In View At All Times Anywhere In The World.
(Hobbs, 1981, p. 288)

of the sinmultaneous solution c¢f the resulting ranges. Because
the system is operated by the Department of Defense for
military use, the lower of the two frequencies is encrypted
and altered to deny any potential enemy real time positioning
accuracy for medium and 1long range targeting. Still,
accuracies using just the higher frequency are approximately
100 meters (Logsdon, 1992, p.64). Using methods to be

explained in the next chapter, this can be improved by more
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than an order of magnitude and in non-real time applications
such as surveying, mind boggling accuracies of a millimeter
spherical error probable (SEP) can be achieved using phase

comparison techniques (Logsdon, 1992, p.64).

L. BSBUMMARY OF CONTEMPORARY ELECTRONIC NAVIGATION BYSTEMS

It is easy to see why, after surveying the various
electronic navigation systems available, GPS invites the most
enthusiasm and excitement from all users. It is a guantum
improvement over anything else available. There are other
navigation systems not discussed here such as Microwave
Panding Systems (MLS), the French Argos system and the Russian
GPS imitation GLONASS. All suffer from one or more limitations
in range, coverage, availability or accuracy. What |is
important in this review is an appreciation of the varicus
contemporary electronic methods and their method of operation
including their particular limitations. In the next chapter,

the GPS principle of operation is more closely exanined as

well as the various methods for its use.




III. GLOBAL POSITIONING BYSTEM

GPS operational and technical characteristics must be
understood in detail in order to follow the reasoning for GPS
recejver selection and the concept of epployment in
interfacing them with the CP’. In the following sections, a
comprehensive review of the User Segment of GPS is provided.
It covers the salient points of signals, coding, message
content, message structure, calculations, and various biases.
The chapter ends by using this information in a description
and discussion of Differential GPS.

GPS is functionally divided into three segments: Control
segment, Space segment and User segment. The Control segment
exists to monitor, update and operate the whole system. The
Space segment consists of the 24 satellites. These two
critically important segments, however, are of no concern to
the user and little is required to be known of them. The User
segment is the most important, fur understanding its operation
will greatly influence the user’s choice of receiver and

subsequent method of employment.

A. USER SEGMENT RECEIVER HARDWARE DESCRIPTION
Currently, receivers cost as little as a few hundred
dollars to as much as $50,000 or more. Size and weight also

vary greatly from receivers as small as a package of
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cigarettes weighing approximately the same to larger than a
car battery and weighing only slightly less. Shape and type of
antenna can also impact the effectiveness of the receiver.
Figure 21 illustrates the most common designs of antennae
found on the market.

One type of antenna called a microstrip is relatively thin
(approximately 1/10" to 1/2" thick) and can be designed to
receive one or both of the fregquencies that GPS satellites
transmit. This design is ideal for use in this project where
low drag is desired on an aircraft. However, signal reception
from sataellites lcw on the horizon usually experience a much
lower signal-to-noise ratio due to the lower gain of the
antenna at those low angles causaed by its thin design.

Other factors that distinguish receivers from one another
are the choice of position solution algorithm and interface
communication protocols. All of the above characteristics are
determinad and 1limited by the state of the art of the
technology and by the purpose for which it was designed.

Receivers may be 1loosely grouped into four broad
categories based on capability (Logsdon, 1992, p. 66):

1. Number of channels and segquencing rvate.
2. Access to selective availability signals.
3. Use of available performance enhancement techniques.
4. Computer processing capabilities.
The majority of user receiver sets sold are continuous

tracking or parallel receivers. They typically have from four
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Figure 21. Four Common Types Of GPS Antennae. (Wells, 1987,
p. 7.02)

to twelve channels. There are also single channel receivers
capable of providing relatively crude positioning. To obtain
data from multiple satellites, they employ one of three
different sequencing speeds: slow, fast or multiplexed (very

fast) as shown in Figure 22. (Logsdon, 1992, p. 66-67)
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Figure 22. Multiplexing And Sequencing Channels For GPS
Receivers. (Wells, 1987, p. 7.13)

Selective Availability (SA) is the primary means by which
the United States Department of Defense denies the potential
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terrorist or enemy accurate use of GPS for targeting
navigation for missiles. GPS messages are encoded using two
codes. SA alters and encrypts the message content of the more
accurate Precision (P) code carried on both frequencies. The
less accurate Course and Acquisition (C/A) code message is
callaed the Standard Positioning Service (SPS) and is available
to anyone on the higher frequency only. The P-code information
is called the Precise Positioning Service (PPS). Only those
receivers with a decoding nip (tightly controlled by the
DOD) can receive PPS information. (Logsdon, 1992, p. 67)

SPS receivers can still achieve excellent accuracies by
using performance enhancement technigues. One such technigue
capable of centimeter accuracy uses interferometry. This
process needs very expensive antennae and receivers, and the
data has to be post-processaed. Surveyors are the most common
users with this accuracy requirement and do not need the real
time positioning information so denial of PPS is not a
significant handicap. Another capability that enhances SPS
accuracy in near real-time uses a process called Differential
GPS (DGPS). Simply, DGPS employs two receivers: one stationary
at a known location and one mobile. The stationary receiver
computes the difference between its known location and its GPS
derived location. It then transmits those differences to the
mobile receiver which uses them to correct its own GPS derived
position. Since the Selective Avajilability errors are the same

over baselines as large as 600 nm, accuracies approaching and
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exceeding those of PPS receivers can be achieved. DGPS is
explained more completely later. (Logsdon, 1992, p. 67)

The last category of receivers is distinguished by
computer processing capability. Mostly esoteric, this is where
the manufacturer takes the GPS message and calculates the
output message accounting for all the nuances of the solution
algorithm. These inclucle such items as whether or not to use
just four satellites or more when they are available, whether
or not to account for ionospheric and tropospheric delays
(sometimes modeling these delays can introduce more errors
than they eliminate), when to shift to other satellites that
will reduce the geometrical error, etc. In addition, the
receiver can be enhanced through the use of a Kalman Filter to
help smcoth the position and time data as well as reduce

receiver processor time. (Logsdon, 1992, p. 68)

B. GPB SIGNALS AND CODING

GPS satellites continuously transmit two frequencies: L1l
at 1575.42 Mhz and L2 at 1227.60 Mhz. The respective
wavelengths for L1 and L2 are approximately 20 cm and 25 cm.
Each of these ls modulated with the GPS message at 50 bps.
Since sach satellite uses the same frequencies to send its own
unique message, the receiver must be able to distinguish one
signal from the other. Furthermore, the transmitting power of
each satellite 80 is low that by the time the signal reaches

the receiver, its signal-to-noise ratio is less than the
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ambient noise level. GPS overccmes these obstacles by using
spread spectrum and code division-multiple access techniques.
As mentioned earlier, the messages are encoded using two codes
called C/A code and P-code. The chipping rate of the C/A code
and P-code is 1.023 Mbps with a virtual wavelength of 290 m
and 10.23 Mbps with a virtual wavelength of 29 m,
respectively. Each satellite uses its own unique code with
which the receiver may auto-correlate a duplicate and thus
phase lock on to it. The combination of the transmission,
coding and message chipping rates provides for a very robust
signal with which it is very difficult to interfere. (Wells,
1987, pp. 4.5 = 4.10)

The C/A code uses a 1023 bit Gold code with a period of
one millisecond. The Gold code was chosen because of its
length and because of the property that Gold codes are nearly
orthegonal. It is also very easy to replicate and with its
short period, easy to achieve correlation with itself. A G
signal can only be received if the code assignment is known
ahead of time. The Gold code assigned to each satellite is
published in the Interface Control Document ICD-GPS-200
published by Rockwell Space Systems Division. (Wells, 1987, p.
6.07)

The P-code uses a much longer code with
235,469,592,765,000 bits and has a period of approximately 267
days. It is divided into 32 seven day segments, and a segment

is assigned to each satellite. The DOD further encrypts the P-
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code to produce the Y-code to deny its use to unauthorized PPS
users. The encryption and length of the P-code make it
extremaly difficult to correlate to without keying information
and decryption hardware. (Wells, 1987, p. 6.07)

The GPS message is phase modulated onto its respective
codas which in turn are phase modulated onte their respective
carrier frequencies. As mentioned earlier, the L1 frequency is
modulated with both the C/A code énd the P-code. This is
accomplished by phase modulating its quadrature component with
the P-cods. Thias feature primarily allows the military to
enmploy PPS redundancy in certain applications. The table in
Figure 23 compares the important points of the code and data
features. (Wells, 1987, pp. 6.3 = 6.8)

C. GPS MESSAGE CONTENT

A GPS receiver determines itz position by computing the
position of four or more satellites within view and then
measuring its range from each. By solving four simultaneous
equations, the receiver calculates its coordinates in an Earth
Centered Earth Fixed (ECEF) cartesian coordinate system. The
system chosen is defined to be consistent with the World
Geodetic Survey of 1984 (WGS=-34) which places the origin at
the intersection of the 2 axis (through the earth’s center o2
mass and parallel to the north pole of the Conventional
Terrestrial Pole (CTP)) and the XN-axis (the intersection of

the WGS-84 Reference Maridian Plane parallel %2 the zero
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P Code
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1 0 1 ]
C/A Code Nots: C/A code and P code truasmitted on carrier in phase quadraturs

Parameter C/A Code P Code Data
[}
CHIPPING RATE {,gffu’g 10° 1023 X 10 50 bits/sec
SPATIAL LENGTH 290m 29m 6000km
(PER BIT) (960 f1) (96 ft) (3235 n. m.)
r:.:“mmx:" 0.001 sec 7 days Not applicuble
CODETYPE | Gold code 267 day pseudo Not upplicable
random code
TOTAL NO. OF 37 unique .
CODES Gold codes 37 seven-day sections Not applicable
SPECIAL Basy to Slightly more accuiate. | Provides handover from
PROPERTIES acquire Resistent to jamming | C/A to P ende, ephemeris
and spoofing. datu und clock correction,
Rejection of muitipath,

Figure 23. GPS Code Comparison. (Applied Research
Laboratories, 1993, p. 2.2)

meridian plane, and the plane of the CTP’s equator). The Y-
axis completes the ECEF right hand orthogonal coordinate
system measured in the equatorial plane 90° to the east as
shown in Figure 24 (Applied Rescarch Laboratories, 1993, p.
2.1). Having defined the refersnce frame for GPS position, it
is necessary to understand a few more ccncepts in describing
position within an ECEF system.

The GPS receiver translates the ECEF coordinates into
geodetic coordinates for the user. The aquations to translate

coordinates from ECEF to geodetic coordinates and vice-versa
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Figure 24. GPS Earth Centered Earth Fixed Coordinate System
As Defined By The WGS 84. (BIH Stands For Bureau
International De L’Heure) (Applied Research Laboratories,
1993, p. 2.1)

are provided in Appendix A. By using the reference ellipsoid
model of the world defined by WGS 84, GPS is capabla of
relating pin point positions between continents. Before the
World Geodetic Surveys of 1972 and 1984, inter=-continent
surveying was virtually impossible. Cartographers could only
establish local datums to which all surveyed points were

raforenced. These datums were quite accurate for their
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respective geographi~«' regions at best. One of the
accomplishments of WGS 84 was in relating all the different
local datums to the ECEF coordinate system. By modelling the
datum as a point of tangency of an ellipsoid as shown in
Figure 25, the ellipsoid origin could easily be referenced to
the origin of the ECEF coordinate system. With the advent of
WGS 84 and GPS, the importance of the local datums has been
diminishing. Most GFS receivers contain a library of the major
local ellipsoid references to the WGS ECEF coordinate system
so charts and maps that use different local datums can be
employed with GPS.

Once the reference frame is established and understood,
satellite position can be described using the six classical
Keplerian orbital elements. They are briefly described in
Figure 26 but they are not sufficient for the most accurate
description of the satellite orbit. This is because the
predicted position of a satellite is the result of least-
squares curve fitting which is not valid for an entire orbit.
Thus, it is necessary to include several other parameters to
more accurately model satellite positions in space and time.
All the parameters are listed in Appendix B. All told, there

are 17 specific parameters included in the GPS message.

D. GPS8 CALCULATIONS
The eguaticns required to determine the ECEF coordinates

of the satellites from the ephemeris are presented in Appendix
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Figure 25. Two Dimensional Illustration Of A Theoretical
Ellipsoid Tangent To The Geoid At An Arbitrary Datum P,
(Leick, 1990, p. 189)

B. If the receivers and satellites could be perfectly
synchronized with GPS time, three parameters would be unknown:
X, Y, Z. It would then be possible to determine position using
only three satellites. However, all receivers use inexpensive,
lightweight and comparatively inaccurate quartz clocks and
each has a bias from GPS time for which there must be an

accounting. Therefore, for three dimensional position, there
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THE SIX KEPLERIAN ORBITAL ELEMENTS
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s elQwT

M TITY ©: ORBIAL ECCENTRICTTY
- THE “OBLATENESS®
} THE HALE - LENGTH y OF THE ORBIT
N | oFTHEELLPSE T
e §8 ey ‘ favrp
: I‘: + P8
" {1 ASCENDING NUDE
- THE ANGLE BETWEEN oL THE LGGITUDE OF THE
THE EQUATORIAL PLANE
. St ASCENDING NODE
_ (EQUATORIAL CROSSING)

[T _7iME OF PERIGEE PASSAGE |

T . THE TIME OF PASSAGE
OF THE POINT OF
CLOSEST APPROACH

THE LOCATION OF THE
PERIGEE POINT

Pigure 26. Six Classical Keplarian Orbital Parameters.
(Logsdon, 1992, p. 143)

are four unknowns and four simultaneous equations as shown in

Equation (2):

Pe = JTXT-X)T + (YT - Y)° + (27 - Z,)° + ¢ A¢,
P = JIXT-X)T+ (Y2 - F,)2 + (2° - Z)° + ¢ A¢, (2)
B = \[TXT-X)T+ (Y- %)+ (2° - )% + c A,
Pl = JTXT-XVT+ (Y- Y)% + (2° - Z,)% + c A¢,

where P, is the pseudorange for the kth epoch in time, # is

. the satellite number, c is the speed of light and At ,is the

receiver clock bias from GPS time.
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rarenthetically, it should be noted that although GPS time
i3 synchronized within one microsecond of UTC; it does not
recognize UTC leap seconds. The last simultaneous epoch of GPS
and UTC time was in January 1980. Consequently, GPS time
differs from UTC by the integer number of leap seconds since

then.

E. GPS MESSAGE STRUCTURE

The entire GPS message format is illustrated in Figures 27
through 29. It is defined by ICD-(PS~-200 written by Rockwell
International who was the prime contractor for GPS. The basic
messare unit is called a Frame. It is subdivided into five
subframes which are in turn subdivided into ten words each. A
word has 30 bits. For positioning, a receiver requires only
subframes one through three. Those contain the necessary
ephemeris and clock corrections. However, the designers saw a
need to provide the user information about all the satellites
in the entire GPS constellation. They used subframes four and
five to do this. Since this "Almanac" of extra information
exceeded the size of those two subframes alone, it is
transmitted using subframes four and five of 2% successive
message frames. Each pair of subframes four and five of the 25
successive frames is referred to as a page. The entire block
of 25 pages and subframes one through three is considered a

Master Frame. Figures 27 and 28 illustrate this best. At a
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data rate of 50 bps, a frame needs 30 seconds and a master

frame requires 12.5 minutes for complete transmission.

BASIC MESSAGE UNIT IS ONE FRAME (1500 BITS LONG)

han 30 sec
1 FRAME = 5§ SUBFRAMES 1 2 3
6 sec
1 SUBFRAME = 10 WORDS 4 819
0.6 sec
IWORD-so Brrs 1IN NN SN AANERNENEREN N
=&l la~0,02 sec

ONE[MASTER FRAME |INCLUDES Subframses ?nd 5
ALL 25 PAGES OF SUBFRAMES 4 & $ have 25 PAGES
= 37,500 BITS TAKING 12.5 MINUTES

Figure 27. GPS Message Format Breakdown. (Rockwell, 1987, p.
7.13)

F. GP8 BIAS

There are numerous factors that affect GPS performance
accuracy. Selective Availability is primary among these. While
the exact nature of Selective Availability is classified, it
is sufficient to know that it denies single receiver position

accuracy of better than 100 meters 95% of the time. 1In
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addition, the Iorosphere and Troposphere affect the time of
receipt by slowing down the signal. If the receiver could
receive two frequencies, these atmospheric errors could be
determined and eliminated. For the receivers that are capable
of only single frequency reception (most receivers),
comperisation for these errors is achieved by using
mathematical models which adequately reduce their affects for

nost positioning purposes.

The GPS Data Message Content

1 (23]
r
[Orbit parameters |

Flags (L2 code & data; week #; .
satellite accuracy and health) Alimanac for salcllites 1.24 (pages 1-24)
Age of data Health of satellites 1-24 (page 25)

Satellite clock correction coefficients

Almanac for satellites 25-32 (pages 2, 3,4, 5, 7, 8, 9, 10)
Ionospheric model, and UTC data (page 18)

Aatispoof flag - 32 satellites (page 25) -

Satellite configuration - 32 satellites (page 25)

Health of satellites 25-32 (page 25)

Figure 28. GPS Message Content Organization Within The
Message Format. (Applied Research Laboratories, 1993, p.
2.2)

Signal reflections, commonly referred to as multipath, are

another source of position errors. Multipath interferes with
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the fundamental concept of measuring the time from
transmission to the time of receipt in order to determine
range from the satellites. Fortunately, with adequate
filtering and by paying careful attention in choosing the

antenna, almost all the effects of multipath may be

eliminated.
‘The GPS Data Message
50 Bits Per Second Data Rate
Bit No.J»
Subframe [Tuemn " it T
Words . Words | ‘ . . Clock Ct‘mlwn . . . hSeu
subframe ‘m # T -1 T T T T T :
@ T‘w.ml “ml A A A EMU:IW“B A Iy i 12 S
Subframe Tclmeuy e ' ' T ' ' ' ' il
Words t Words | 4 A i EPM:“CI’“ A Il I A S
‘m m; 1 T Y T T T L2t
Subframe T‘\'v‘:;."’ m’ (Mnn:plu) Message (Changes Through 28 Prames) M Se
1 | (AT
Subframe [Teiemeiry’ Handover (Moltples) " AlmanscAloslih Suius ' " 0 s
Words , Words ) (Changes Through 28 ﬁgmu.'nnp Hepostn)® .
® Format of Frume Twenty-Five Changes.
*® 12.5 Miauless Belore The Hnlire Message Repeats. J

Figure 29 GPS Message Organization. (Applied Research
Laboratories, 1993, p. 2.2)

Finally, satellite geometry relative to the receiver plays
a role second only to Selective Availability in determining
the precision achieved. The measure of "goodnass" of satellite
geometry is called Geometric Dilution Of Precision or GDOP.

Optimal GDOP (the lower the GDOP number the better) is when
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three of the satellites are on the horizon equally spaced 120°
apart and the fourth is directly over head as shown in Figure
30. Since the constellation is designed such that there are
usually 12 satellites in view at all times, a low GDOP of two

or three can reqularly be achieved.

c =DOP ¢
Positioning Geometry Measurement
accuracy (Dilution of accuracy
Precision)

*
A

POOR GDOP GOOD GDOP
satellites bunched (ideal case)
together + one¢ satellite overhead

* 3 on horizon,
120° apart in azimuth

Figure 30. Geometric Relation Between GPS Satellites Affects
The Position Accuracy. (Wells, 1987, p. 4.22)

G. DIFFERENTIAL GPS
SPS does not guarantee accuracies less than 300 m. It is

possible to achieve accuracies two orders of magnitude better
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through a process called Differential GPS but it requires at
least two receivers. The concept is simple and generates the
greatast amount of promise in commercial applications of GPS.
By placing one of the two receivers in a pre-surveyed location
where its geodetic coordinates are known as pracisely as
possible, it can compare its true position to the position GPS
provides and calculate the differences batween latitude,
‘longitude and altitude. If the resulting error signs are
changed, the errors become corrections that may added to the
second receiver’s GPS position for a greatly improved position
accuracy. Ovar basalines of up to 600 nm, the errors are
approximatoly.thc sane.

In practice, there are a few restrictions in employing
DGPS. The most important is that the position results from
both receivers must be derived using the same satellites or
else the improvements in position are diminished by the
introduction of naw errors. The other restriction is that the
corrections should bLas applied at the earliest point in the
algorithm used to determine position coordinates in order to
minimize the propagation of errors. The reasons for these
restrictions will become clear after a brief description of
the algorithm used to compute DGPS corrections.

Tha stationary GPS receiver is receiver is regquired to
send corrections to the mobile receiver. It would be simple to
subtract the true longitude, latitude and altitude from the

geodetic position obtained from the GPS satellites. However,

53




the errors introduced from SA, satellite geometry and
atmospheric interference affect the psuedoranges from each
satellite in varying dagrees. One satellite psuedorange will
always have a greater error than the next. Since the GPS
position is calculated using a least squares reduction of the
four simultaneous eguations listed in squation two, »1l1 the
individual psuedorange errors will be "blended" thereby
permitting the greatest error to act on all the psuedoranges
and the final position solution.

In order to aveid this prcblem, the stationary receiver
computes the expected position of and range from each
satellite (based on the time of travel of the individual
signal) and compares it to the position and range that the GPS
messuge asssrts in its ephemeris. The difference between the
two becomes a psuedoranga corraction. At least four of these
corrections are transmitted to the mobile receiver and applied
to the corresponding psuedoranges obtained by that receiver.
Then the new psuedoranges are used in equation two ¢to
calculate the longitude, latitude and altitude of the mobile
receiver. Since the individual corrections are applied before
equation two, the final position is more accurate.

In practica, GPS makes all of its calculations using the
Cartesian Coordinate ECEF system so the stationary recelver
must translata its true position from geodetic coordinates to
ECEF coordinates. In a similar manner, the mobile receiver

must translate its corrected position from ECEF coordinates to
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geodetic coordinates. To summarize, the following steps are
involved in improving the GPS position using DGPS:

1. Convert the true geodetic position of the stationary GPS
receiver to ECEF coordinates.

2. Compute the satellite positions from the ephemeris.

3. Compute the expected satellite positions by multiplying
the time from transmission to time of receipt by the speed
of light.

4. Compare the recelved pseudoranges to the expected
psaudoranges and calculate the pseudorange corrections for
each satellita.

5. Transmit the pseudorange corrections to the mobile GPS
receiver and add to the received pseudoranges.

6. Compute the mobile receiver’s position using the
corracted pseudoranges.

7. Convert the mobile receiver’s position from ECEF
coordinates to geodetic coordinates.
H. BSUMMARY
The User segnment of GPS draws together the results of
saversl decades of study and experimentation. Hardware design
and minjiaturization are pushing the statae of the art, Signal
construction and fregquency selection optimize its immunity to
noise and interference. Orbital kinematics referenced to an
ECEF coordinate system simplify and standardize the
information contained in the GPS mes:t.ge structure. Even so,
natural and man-made biases corrupt the integrity and accuracy
of GPS. Through DGPS users can overcomme the degradations
caused by these bhiases and achieve real time accuracies

unheard of heretofore. Understanding these principles upon
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which the User segment is founded will enable the user to

better select a receiver that suits his purpose and integrate

it into whatever application he so desires.




IV. GPS RECEIVER SELECTION AND INTERFACE WITH CPU

A. MISSION REQUIREMENTS FOR GPS

Before any serious search for a GPS receiver can be made,
it is necessary to define the extent to which it will be used.
These criteria come from the mission statement. This project’s
goals are to integrate an Inertial Measurement Unit (IMU) with
GPS and other non-INS sensors through a smoothing and control
filter to achieve autonomous flight of an Unmanned Aerial
Vehicle using off the shelf hardware and technology. As a
result, wseveral requirements are defined for the GPS
receivers.

To begin with, the position output should be frequent
enough to provide regular corrections to the IMU. Also, the
GPS receiver must actually update its position solution as
often as possible to ensure accuracy in the information of its
outputs. The receiver that is to be in the aircraft should be
small and lightweight. It should be easily interfaced to the
CPU, and it should provide the necessary information to
conduct phase measurements of the incoming GPS signal. (This
last feature should provide i:he positioning accuracy to auto-
land the aircraft.) Finally, it must be readily available on
the open market. Intrinsic in the mission statemant is that it

must be affordable given the project budget. With these
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gquidelines, an infcrmed selection can be made in choosing the

best GPS receivers for the job.

B. GPS RECEIVER SELECTION

Having reviewed the principles of GPS operation and
variations in receiver design features, an extensive survey of
216 different GPS receivers from 54 companies was conducted.
In the January 1993 issue of GPS World magazine, many of the
critical facets of each receiver were listed for comparison
(Chan, 1993, pp. 52=65). In order to stay within budget, only
those receivers less than $5,000.00 were considered. (The
highest priced receiver was $55,000.00 with many betwsen
$10,000.00 to $20,000.00.) Among the remaining units, those
that were capable of tracking six or more satellites
simultanecusly were selected for comparison. This left the
list at seventeen receivers.

Of the remaining seventeen receivers, all were capable of
the samz approximate accuracy and information output rate atu
once per second. The one notable exception was Navstar’s XR5
with an output rate at 1/10 second, but ultimately, it was not
chosen because, at $1000.00, it cost three times as much as
the Motorola PVT=-6. Since all the receiver units performed at
virtually the same level, the deciding factors came down to
cost, weight, size and power consumption. Table I shows the

top aight receivers with these features listed.
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Table I. COMPARISON OF TOP EIGHT CANDIDATES FOR THIS
PROJECT'’S GPS RECEIVERS. (CHAN, 1993, PP. 52-65)

P R R I PPN R
GPS RCVR | Max # | Weight | Size (in’)| Power Price
Maker | NAME chan %) (Watts)
ruruno | SB-92/ 8 2.8 8.74 2 §750
Magellan | o8 5 4.8 6.53 0.9 $445
Magnavox | Turbe Eng 6 3.2 11.44 <1.5 53750
Motorola PVT-6 6 4.5 4.64 1.3 $369
Navstar | (MRS 12 5 8.28 2.5 §995
Novate | POEEoF™ 10 6.2 15,44 5 53198
sony 2030 8 8 15,65 2.61 $1000
Trimble sve 6 2.9 2.85 1.85 §995
e st —————————— S ——————————————

The Trimble price quoted includes a starter evaluation
kit. The Motorola receiver, when all options were installed,
was actually more expensive. By the criteria used, Trimble had
the better unit would have been chosen over Motorola but they

were very slow in answering inquiries for characteristics and
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pricing information. When the decision was made, they were not
considered. However, two factors make the choice of Motorola’s
PVT-6 the best selection. One, they alsc make a portable
differential GPS base station called a LGT-1000. It is
conceivable, in the future, this project will choose to
experiment with the specialized equipment. And two, Trimble
has since stated they do not intend to pursue the small,
single receiver user market. Instead, they will specialize in
industrial scale receivers for use at airports and in

surveying.

C. GPS8 RECEIVER DESCRIPTION
1. Hardware

The Motorola PVT-6 is an original equipment for
manufacturer (OEM) module. Although evaluation software is
provided in a starter kit, it is not useful when the CPU is
multi-tasking with several other processes. PVI-6 stands for
Position, Velocity and Time with six channels. Figure 31 shows
the dimensions of the unit withcut the antenna. The
specifications are listed in Appendix C. The PVT=-6 is capable
of tracking six satellites simultaneously. It uses only the
C/A coded message from the Ll carrier. The code tracking is
carrier aided. It can be powered by a 12 Vdc unregulated or 5
Vdc regulated source. (Motorola, 1992, p. 3-2)

The PVT-6 is supplied with a low profile antenna of a

microstrip design called a strip patch antenna. The antenna
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WEIGHT: 4 QUNCES or 110 GRAMS

MOUNTING SCREW
THREAD SIZE M4 X 0.8
g (¢ REQUIKED)

Figure 31. Physical Dimensions Of The PVT-6.(Motorola, 1992,
p. 3-3)

gain pattern is provided in Appendix D. The L1 freguency is
collected by the antenna, passed through a narrow band filter,
amplified and sent to the receiver unit via an RG-58 coaxial
cable. It provides the antenna 5 Vdc @ 25 mA from the receiver
and returns the amplified L1 sicgnal from the antenna. It
should be noted the power loss along the cable should not
exceed 6 dB at a frequency of 1575.42 MHz which equatzs to a
maximum length of six meters for RG-58 coaxial cable. RG-58 is

the recommended cable because it allows a sufficient length of
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cable while achieving lighter weight due to the small gauge
without the corresponding losses due to increased resistance
that accompany even smaller gauge coaxial cables at that
frequency. Antenna placement should position the patch plane
to be as level as possible and have an unobstructed view of
the horizon. This ensures a direct line of sight to all the
visible satellites. Table II and Figure 32 provide the power

and data connector pin assignments. (Motorola, 1992, p. D-1)

Table II SERIAL PORT AND POWER PIN ASSIGNMENTS. (MOTOROLA,
1992, p. 3-2)

Pin # | Signal Name Description

(Optio?al) +5 Vdo regulated or +12 Vde

. unregulated for running Real Time Clock and
1 +120/+5V BATT ratention of satellite ephemaris information
stored in Static RAM memory.

' (Optional) +5 Vdc regulated for power
2 +5V MAIN raquirements of the entire GPS receiver(+12 vdc
signal not used).

+12V/+5V RTN |Power supply (+5V or +12V) return.

4 V! Flash memory (EPROM) programming voltage.

5 +12V MAIN +12vde unregulated for power requirements of the
entire GPS receiver,

6 1 pps? (option A) 1 pulse per second output.

7 1PPS RTN (Option A) 1 pulde per second raturn.

8 R3232 TXD Serial R5232 data output.

9 RS232 RXD Serial RS232 data input.

10 RS232 RTN signal roturn for RS232 signals.
AN MR

'Not used (used only by Motorola for updating of softwara).
‘1 Hz pulse train with rising edge coincident with UTC/GPS 1 amecond
tick.

As Figure 33 shows, the L1 analog signal enters the

receiver and is down converted o an intermediate frequency




ANTENNA
COMECTOR

SN

DATA/POWER
CONNECTOR

Pigure 32. Side View Of The PVI=-6 Showing The Pin Numbering
Order. (Motorola, 1992, p. 3=2)

(IF). The IF is passed to the 6-channel code and carrier
correlator section where it is digitized and split for input
into six separate channels for correlation, filtering, carrier
tracking, code tracking and signal detection. The output is
synchronously routed to the MPU (PVT=6 CPU) where the
information is processed and formatted. Also within the MPU is
the RS-232 interface for full-duplex, asynchronous data
communication with the host equipment. (Motorola, 1992, p. 2=
2)

The PVT-6 1is configured to operate at 9600 b-ud with
eight bit words, one start and stop bit and no parity. Its
communications port is considered Data Communications
Equipment with respect to the RS-232 serial communications
standard. However, close examination of the available pins
for serial communications reveals the presence of only the TX

(pin 8), Rx (pin 9) and Gnd (pin 10) pins. This dictates there
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Yigure 33. Functional Block Diagram Of The PVT-6. (Motorola,

will be no modem line configuracion (DTR and DSR) and at least
no hardware flow control (CTS and RTS). In fact, there is no
software flow control (XON and XOFF) either implying the Data
Terminal Equipment (DTE- host equipment) must monitor the port
continuously or miss valuable information. Likewise, the PVT-6
must do the same. In practice, it receives all serial input
into a two kilobyte buffer from which it reads 750 bytes per
second. The buffer is large enough that it never overflows.

(Motorola, 1992, pp. 3=2 = 4-3)

€4




Finally, the PVT-6 is provided with static random
access memory (SRAM) for retention of the satellite ephemeris
data. To prevent the loss of this information, an external
power source such as a battery may be hooked up to the
+12V/+5V BATT connection (pin 1) when the GPS unit is powered
off. In addition, nonvolatile EEPROM is used for storage of
custom operating parameters, almanac information and other
information such as the receiver serial number and option
list. (Motorola, 1992, p. 2=2)

2. Motorola Binary Message Format

The PVT-6 raeceiver is capable of providing its
information in any one of three formats: Loran, NMEA-0183 and
Motorola Proprietary Binary (Motorola, 1992, pp. 4-2 - 4-6).
Both Loran and NMEA (National Marine Electronics Association)
would severely restrict this project’s flexibility and
accuracy, and so are not used. Motorola Binary format is
logically organized and provides tremendous flexibility to the
user to apply GPS to what ever purpose.

Motorola’s Binary format has 47 different messages it
sends and receives ranging in length from 7 to 294 bytes. Each
message begins with "@@" (double ASCII 0x40) which is followed
by a two letter, case sensitive message ID. Then, 0 to 287
bytes of data follow, a byte size check sum and an ASCII
carriage return-line feed (Ox0D O0xO0A). The check sum is the

exclusive-or of all the preceding bytes in the message. The
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data that follows the message ID can be thought of as scaled
floating point data stored in integer format. This avoids the
floating point storage convention as well as saves space (only
one byte is needed instead of four or more). The user must be
very careful to observe the units of measurement provided in
the Motorola GPS Technical Reference Manual. (Motorola, 1992,
P. 4-2)

For every command to the GPS receiver, there is a
response usually using the same message ID. The receiver has
no way to determine if the information it has received from
the CPU is correct othar than by verifying the several
intrinsic properties of the message itself:

¢ The message begins with vee".
e The message ends with CR-LF.

e The length of the message matches that expected for the
message ID.

e The checksum is valid.

e The nessage data is within the expected maximum and
minimum ranges.

If the command input to the PVT-6 changing a parameter is
invalid for any of the above reasons, it responds as expected,
but the data values will not reflect the ordered change. It is
prudent, therefore, to compare every input message with the
subsequent PVT-6 response. (Motorola, 1992, pp. 4-2 - 4-3)
Input commands may be of the type that change a
particular configuration parameter of the receiver. Any

command with a message ID that begins with a upper case "A"
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falls intoc this category. Input commands may also be of the
type that enable or disable the output of data or status
messages. They are the commands that the CPU will use for
measuring position, velocity, time, pseudorange and satellite
ephemeris data. These output status messages include 12 that
are the work horses of the PVT-6. Table III shows only nine
becauss three of the commands are the raciprocals used by the
CPU to talk to the PVT-6. The nine shown are listed in order
of precedence for transmission from the GPS receiver to the
CPU. (Motorola, 1992, p. 4=3)

Table III DATA MESSAGE OUTPUT RATES SHOWN IN ORDER OF

PRECEDENCE OF TRANSMISSION .ROM THE PVT-6 TO THE CPU.
(MOTOROLA, 1992, P. 4-4)

il e e e T R o R
Position/Channel Siatus At selecied Updaie rate When requested

Sateliite Range Dats Quipui At selected Updaie rate When requasted
Pesudomnge Gorrection Quiput Al salosted update rate When requested
Ephemeria Data Ouiput When liph data changss When requasted

Visible Satelite Status When Vis data changes When requasted

COP Table Status When DOP data changes When requesied

Almanac Stane When Aim siatus changes When requesied

Almanac Data Output When Aim data changes When requested

Leap Second Pending When Requested

3. PVT=6 Operation
The PVT~6 has some limitations that, if understood,
may be overcome. Data is output once per second from the

receiver. This information is calculated from the ephemeris
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and time measurements of the previous second time tic called
the measurement epoch. In order to provide the most accurate
position given the latency of data, the position, velocity and
time represent the best estimate of the data advanced nne
second. Figure 34 graphically illustrates this process. The
first byte of information for a particular measurement epoch
is transmitted anywhere from =zero to 50 ms after the
subsequent measurement epoch. Only the time for the Satellite
Range Data message and the Pseudorange Correction message is
not propagated forward. Careful consideration addressed to
;hia latency issue in the design of any Kalman Filter or
snmoothing filter that integratas GPS position with the IMU and
other sensors will improve performance. (Motorola, 1992, pp.
4=13 = 4-17)

To assist in synchronization of the GPS data with
othar sensor data, a one pulse per second (1PPS) signal is
output using pins six and seven of the serial port. The pulsa
is approximately 200 milliseconds long with its leading edge
corresponding precisely to the measurement epoch. The PVT-6
has the option of additionally offsetting the 1PPS up to
0.999999999 saeconds. If there is a reguirement for the 1PPS to
be precisely synchronized /ith the UTC or GPS measurement
epoch, the user may also offset the receiver measurement epoch
as well as account for antenna cable delay. For this project,

these latter conveniences will not be required. This is shown
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Pigure 34. Position/Channel/status Message Data Output
Latency. (Motorocla, 199¢, p.4-15)

in the timing diagram in Figure 35. (Motorola, 1992, pp. 4~16
- 4-17)

Finally, the PVT-6 suffers from periodic outages like
most other receivers regardless of quality. These outages may
be caused by temporary loss of satellite track do to obscuring
by a building, tree or wing tip if the aircraft were in a
banking turn. Sudden accelerations may also cause loss of
track. In this event, the time for the receiver to reacquire

the track and output data is important. As shown in Table IV,
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Figure 38 Timing Diagram For The Epoch, 1PPS And Serial
Output Data. (Motorola, 1992, p. 4=-17)

this time may take as long as 15 saconds. If the aircraft were
attempting to Jland using GPS alone, this could be fatal.
(Motorcla, 1992, p. 4-=7)

Table IV NOMINAL REACQUISITION TIMES FOR THE PVT=6.
(MOTOROLA, 1992, P. 4-7)

< 12 sec

< 13 sec

< 14 sec

<15 sec
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D. INTERFACING THE GPS RECEIVERS

The two GPS receivers to be used for DGPS will be linked
to the ground CPU and the UAV CPU through RS-232 serial ports.
The big picture of the project showing where GPS fits in is
shown in Figure 36. The ground control station will be
interfaced through a 33 MHz Intel 80486DX personal computer.
It will be the primary data flow conduit for the uplink and
downlink as well as provide formatting and mass storage. The
additional link in the ground station shown in Figure 36 is
for redundancy in the event the main link fails and emergency

control of the UAV is required.

[ NPS Generic UAV (ﬁ)mtroI/Communications
@round Station @l-(- o UAV @

®
e soass | O 9beoo ® | R1 T1®9:oo mse ®
ps ps
] Modem| [T2|| |\R2 | |Modem

“®] O] -
PWM Decoder u%m >

N @F< 1 8 Positive
@

oy .
—— =1 T3 R3 [Domulﬂphxw g&?ﬁ:ﬁ
[o]
ag‘"igp otrs ®
EMKE ? 2:53,. - Servos

Sensors

@

-

Figure 36 Ar-hytas Project Control/Communications Diagram
Showing Where GPS Fits Into The Big Picture.
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The UAV CPU uses off the shelf hariware that economizes on
size, weight and price. This is done by using six computer
cards and a passive backplane. The CPU is a 33 MH2 Intel
80486DX with 256 Kb double cache memory. Non-volatile memory
for the operating system and programs is provided by a 2.88 Mb
RAM/ROM Disk card instead of a relatively heavy hard drive. In
addition, servo control and sensing are managed using an
Analog-to=-Digital (A/D)/Digital=-to=-Analog (D/A) card and a ten
channel Timer/Counter card. Serial I/O is handled through the
two standard serial communication ports on the CPU card (COMl
and COM2) and an intelligent 8 port RS=232 serial I/O card.
The GPS receiver communicates to the CPU through port 1 on
this card (ﬁot to be confused with COM1 on the CPU card). In
order save spiaca, all the cards are connected to a common bus
uasing a passive backplane. A simplified drawing of the final
arrangement is shown in Figure 37,

1. PCL=744 8-Port Intelligent R8=-232? Interface Card

The UAV CPU needs multiple serial ports for other data
inputs from the link modem, the IMU and the non-INS sensore.
These multiple sarial inputs are provided through Advantech’s
PCL-744 8=Port Intelligent RS~232 Interface Card.

The PCL~744 is an intelligent card in that it has its
own processor and 64 Kb RAM buffer. It requires only one
interrupt number fc : eight ports although each may configured

independently. This configuration includes determining the
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Figure 37 Simplified Illustration Of UAV CPU Hardware.

size of the transmit and receive ring buffers and what type of
flow control is used. These facts enable the UAV CPU to
perform multi-tasking by allowing it to access the ports and
process data without losing any information from the other
ports arriving simultaneously. The PCL-744 takes care of that
by mnmultiplexing between its eight ports and placing the
incoming data in buffers that can be accessed by the UAV CPU.

The PCL-744 comes with a library of 40 user functions
written in several high level languages including Microsoft C
and Turbo C by Borland. This project uses the Turbo C routines
for all serial communications. These functions allow the user
to use the card in anyway desired for serial I/0. It is also
necessary to ensure the TSR drivers are loaded prior to PCL-

744 operation. They are called STD=DRV.EXE and 744-DRV.EXE and

73




should reside in the AUTUEXEC.BAT file to ensure their
loading.

The description of the software drivers for the GPS
receivers that follows is the same in functional design for
both the ground and UAV units, but there are slight
differences in coding. This is due to the fact that the UAV
receiver must communicate through the PCL~744, and the ground
receiver communicates directly with the CPU through a standard
DOS COM port. The port interface for the ground CPU uses a
standard ¢ library interrupt routine, and the port interface
for the UAV that communicates through the PCL-744 uses the PC-
ComLIB serial communication library routines provided with the
card.

2. GPS Boftware Driver

In communicating with the PVT~6, all transmissions are
without any flow control. It 1is necessary, therefore, to
provide a storage buffer where the contents of the
transmission may be stored for holding until the CPU is ready
to handle the data. The information sent to the PVT-6 is put
into a two kilobyte buffer in the receiver itself. All message
handling is done by the receiver including parsing,
verification and interpretation, and is transparent to the
user. The user’s only responsibility is to ensure that the
message sent to the receiver is properly formatted. However,

when receiving messages from the PVT-6, parsing, verification
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and interpretation must be done by the user. This allows
flexibility for the user and is one of the minor reasons for
selecting a Motorola GPS receiver.

This section describes the software driver required to
accept information from the GPS receivers. The software in
Appendix E is written in modular format to allow flexibility
and ease of handling. It is structured so it can be expanded
and built upon. The following paragraphs describe the flow
chart shown in Figure 38 which illustrate the concept of the
GPS software driver in Appendix E and the structure of the
software driver.

The PCL-744 requires the eight ports to be initially
configured using the vendors software. This configuration is
stered in the PCL-744 driver and the card is thus reconfigured
upon startup every time power is applied. This does not make
the card ready for operation, though. Each port must be
individually opened and set to the communication parameters
required by its user. For instance, the PVT-6 uses 9600 BAUD
with an eight bit word, no parity and one start/stop bit. In
addition, RS=-232 modem control (i.e., DTR and RTS), hardware
control (i.e., DTS and R[S) and software flow control (i.e.,
XON/XOFF) are set to off. This is all accomplished using the
funcrion "Open_ports”., At tihe conclusion of using the ports
they should Le formally cleosed and this is accomplished by

using the function "Close_ports".
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Figure 38 Functional Diagram Of The GPS Software Drivers For
Receiving Information From The PVT-6.

[ UAV Real - Time Executive|

The main functions that handle incoming information
are called "Master_gps" for the ground CPU and "Slave_gps" for
the UAV CPU. The "Master gps" function first gets the buffer
length of the message waiting in the Rx buffer for port number
one on the PCL-744. It then creates a buffer of exactly that
size and extracts the information from the Rx buffer and puts
it into the temporary buffer just created. Next, it creates
the input buffer which will contain the temporary buffer
appended to the excess buffer contents. The excess buffer has
the partial message left over from the previous call to

"Master gps". With the input buffer created and the contents
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of the excess and temporary buffers copied into it,the excess
and temporary buffer memory is freed.

The pointer to the input buffer is then passed to the
function "Parse_inbuff" where the first message is parsed from
the input buffer and returned. If a complete message is not
returned, the function places the partial message in the
static excess buffer, frees the memory for the input buffer
and exits the function "Master gps'. If a complete message is
returned, it is passed to the function "Msg_verification"
where it is checked for the correct length, check sum, ASCII
prefix "@e@" and hexadecimal suffix xO0D XOA (ASCII carriage
return and line feed). When it has been verified, the message
is placed in a buffer to be passed out to the calling routine
for transmission to the UAV GPS if it is a pseudorange
correction. Otherwise, it is written to disk for post-
processing.

In the UAV GPS driver, the "Slave _gps" function
operates exactly the same way except after a message has been
verified, it is put into a structure and scaled according to
the format in the Motorola protocol for subsequent use by the
Kalman filter. One of the more complicated structures for the
ephemeris message has been written as an example by Motorola
and incorporated in the header file GPSCONV.H. All messaqe
output from the UAV GPS is passed out to the calling routine
to be down linked to the ground in binary format (to reduce

downlink time) for post-~processing.
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Two other functions are mentioned but not yet
completely written which play an important role. They are the
"Initialize_master_gps" and "Initialize_slave_gps" functions.
They will pre-configure the receivers for such things as true
geodetic coordinates of the ground antenna, time, date, output
rates, desired files to be collected etc. They should be made
interactive to allow the user to change and set any
parameters. The code framework for these functions is in the
file GPSPORTS.H in Appendix E.

Finally, the source file GPSAN.C with GPSCRNCH.H was
used to poste-process data collected for this thesis. It was
written to take the Position/Channel/Status message from an
ASCII file, convert it to binary and then place the message in
a structure where the scaled and formatted data could be
analyzed. Then GPSCRNCH.H "crunched" the numbers and computed
the maximum, mean and standard deviation for the various time

delays.
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V. VERIFICATION OF OPERATIONAL CAPABILITIES

GPS is a complicated new tool for navigators. Each
receiver manufacturer employs unique and innovative techniques
to improve its accuracy and flexibility. Motorola provides
specifications and operational capabilities for its receiver
and users have published various accuracies achieved using
DGPS. It is prudent to verify those features important to this
project’s success. Those two capabilities are examined below.
They are:

1. Verification of the manufacturer’s reacquisition time
specifications.

2. Determination of the effects of pseudorange correction
delay in getting from the stationary receiver to the mobile
receiver.
In the following sections, these concerns are investigated.
For each case, the experimental setup is described and the

results are presented.

A. REACQUISITION TIME VERIFICATION

This project intends to use DGPS with one of the two
antennae on a UAV. During some flight maneuvers, it is
expected that the GPS antenna will be masked from one or more
of the satellites it is using to calculate its position. It is
important for the designers of the Kalman Filter to understand

the normal reacquisition times given such a circumstance. In
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Table IV in Chapter IV, Motorola presents its results for the
reacqguisition time of the PVT-6 receiver given the antenna was
masked for 15, 30, 45 and 60 seconds. The method they used to
collect this data is not well documented, and it is not
indicated whaether or not the receiver was in three dimensional
fix mode or two dimensional fix mode. The difference could be
significant because the former requires four satellites for a
fix and the latter only three.

The reacguisition time was investigated using this
project’s PVT=-6 receiver. Table V shows the results next to
the Motorola claims. Data was collected using the software
supplied by Motorola with an evaluation kit. The antenna was
completely masked 360° around above and below using four to
8ix layers of tin foil. The mask was left in place for the
specified amount of time and then removed for at least 30
seconds. Data files were imported into a spread sheet where
the time marked data was analyzed.

The results do not exactly agree with those that Motorola
publishes, but they are close. Significantly, data obtained
during daylight hours were within one standard deviation of
Motorola’s claimed reacquisition times whereas data collected
after daylight hours were not. No effort was made to confirm
this suggested phenomenon nor was any effort made to correlate
it to ionospheric thickness or tropospheric conditions such as
rain or cloudiness. However, until the IMU is integrated with

GPS using a Kalman Filter and the effects of a two to three

80




second delay in reacquisition time can be determined,

investigation of this discovery is left for further study.

Table V COMPARISON OF MOTOROLA AND EMPIRICAL REACQUISITION
TIMES.

Time Obscured Motorola Empirical Standard
(sec) Reacquisition Reacquisition Deviation
Time (sec) Time (sec) (sec)
15 <12 13.75% 2.2
30 <13 17.08%% 2.0
45 <14 16.67%% 3.2
60 <15 13.67% 2.1

* These obnervations were taken from 1230 to 1500,
w» These obasrvations were taken from 2200 to 2400.

B. DGP8 ACCURACY AND PSUEDORANGE CORRECTION LATENCY

The accuracy that DGPS can achieve is well documented. The
PVT-6 is designed and built to permit DGPS. In fact, the
Motorola Binary format includes master/slave DGPS commands and
automatically incorporates the data in its calculations. It is
worthwhile to validate the expected results especially in
light of the fact the communications software to be used is
not written by the manufacturers and may adversely affect the
accuracy.

In designing the test for DGPS, the length of the baseline
between the two receivers was an issue that was researched.
The results indicated the baseline range between the two

receivers did not significantly affect DGPS accuracy up to
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about 50 km. Beyond 50 km, out to about 1000 km, the effects
slowly increased the error (Kremer, 1990, pp. 307=312). This
project’s maximum baseline is not expected to exceed 15 km.
For all intents and purposes, a zero meter base line is as
good as a 1000 meter baseline and certainly is easier to
test. Therefore, this test simply mounted the two antennae
side by side at a pre-surveyed locatior (See Appendix F).
Data was collected by sending pseudorange corrections from the
master antenna to the slave antenna using the software driver
in Appendix E. The PVT=-6 puts out a position message at a rate
of once per second. These positions were differenced using the
ECEF equations in Appendix A, and the mean, maximum and
standard deviation were calculated.

Table VI shows the DGPS accuracy with various delays in
transmitting the correction to the slave receiver and Figure
39 graphically illustrates the same results. The delay was
artificially introduced through the function call to
"Pr_delay" in the header file GPSDELAY.H. The delays were in
integer amounts of seconds as shown below.

Interestingly, Motorola technicians quote adverse effects
of pseudorange corrections received after 90 seconds. The
results above sujgest an immediate degrading effect of any
amount of delay and that the error grows with delay time. It
{s hypothesized that the decrease in error at the 15 second
delay point is a spurious result caused by any number of

factors. It is left for further study to confirm this.
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Table VI OBSERVATION OF PSEUDORANGE CORRECTION INPUT DELAY
ON THE EFFECTIVE ACCURACY OF DIFFERENTIAL GPS.

Delay Average | Maximum | Standard
(sec) Offset Offset | Deviation
(m) (m) (m)
I 0 1.17 3.76 1.00 |
“ﬁ 1 2.58 5.16 0.87 |
2 2.75 3.84 1.00
“ﬁ 3 2.72 3.86 0.96
" 4 0.96 3.28 0.92
5 2.41 5,53 0.97
6 1.85 3.85 1.39
7 2.45 8.03 2,02
8 4.07 8.83 2.14
- 9 4.51 10.80 2.19
10 4.94 13,85 3.36
15 1.96 5.91 1.48
30 6.09 21.21 4.59
45 21,40 42.16 10.90
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VI. CONCLUSION

This thesis reviews the major contemporary electronic
navigation systems available and demonstrates that GPS offers
the best accuracies and world wide coverage on a realtime
basis. The user segment of GPS is explained, and its
capabilities and deficiencies discussed. Differential GPS is
presented and shown to be able to achieve enhanced accuracies
sufficient to significantly contribute to this project.

An extensive review of availlable GPS recelivers was
conducted and Motorola’s PVT-6 was found to combine all the
benefits of GPS in a small, lightweight, low power and
inexpensive package. Motorola’s proprietary binary interface
protocol allows the user great flexibility with little
sacrifice of convenience. In addition, the standardized RS~232
serial communications port enables easy access to a variety of
different systems. All things considered, it is the best
choice over all other GPS receivers for this project.

The PVT-6’8 reacquisition times compare favorably with the
manufacturer’s claims. When two of these receivers were used
in a DGPS moda with a zero baseline, the results easily
confirmed nominal results of one to three meters desired
accuracy. The most encouraging result is the relative immunity
of DGPS accuracy to short delays (one to sevenh seconds) of the

pseudorange correction inputs.
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The succass of this projectfs ultimate goal: to perform an

autonomous landing, will depend on improving processing speeds

and
GPS

accuracies. A few areas where further investigation into
could contribhute to this end are listed below.

Conduct dynamic tests to confirm expected nominal
accuracies using DGPS.

Conduct additiohal data collection to determine 1f the
accuracy of DGPS or reacquisition time is affected by the
time of day or by the weather.

Collect more data to determine if psuedorange correction
latency steadily degrades or has anomalies (wherein the
distance error actually improves with time) as Figure 39
suggests at the 15 second mark.

Determine the effects of the aircraft’s RF environment on
the GPS performance.

Investigate whether programming in assembly or some other
language might improve processing speeds.

Determine if the PVI=-6’s capability to compute two
dimensional position by constraining altitude (relying
solely on barometric altitude sensor data for altitude
inputs) might improve robustness of GPS satellite
tracking.

Write a serial port driver that is independent cof the PCL~
744 multiple serial port I/0 card in order to provide
flexibility in using the PVT-6 and possibly reduce the
totai hardware weight through the elimination of the PCL-
744 itself.

Write a mission initialization interface routine to setup
up the PVT=6 receivers.

Write a post-processing routine to interpret and present
the recorded results in a desired format.

Write a real time graphical interface to plot the
coordinates on a map. Also include either a separate
window or color coded routine to be able to see current
altitude.
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GPS has revolutionized electronic navigation. The airline
industry and other nations decry the U.S. DOD’s introduction
of Selective Availability. They are actively lobbying the U.S.
government to force the DOD to turn it off and leave it off.
It is an uphill battle but not a hopeless one. In time, as
civilian applications become common place in our society, the
DOD may acquiesce and turn it off. If that happens, GPS
accuracies achieved in this project will undoubtedly improve
and may warrant reconsideration in the way they are used in

the Kalman Filter that integrates data from all the sources.
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APPENDIX A: COORDINATE TRANSFORMATIONS

A. GEODETIC COORDINATE TRANSFORMATION TO ECEF COORDINATES

Given the geodetic coordinates longitude (M), latitude (¢)
and altitude (h), the Earth Centerecd Earth Fixed coordinates
(X,Y,2) are (Leick, 1990, p. 184-18%5):

X= (N+h) cosd cosi
Y= (N+h) cosd sini
Z=[N(1-e2) +h] sing

where h is the height above the ellipsoid and
el = 2r - r?

r_a-b
a

semi-major axis

semi-minor axis

B. ECEF COORDINATE ''RANSFORMATION TO GEODETIC COORDINATES
Given the ECEF coordinates (X,Y,2Z), the Geodetic

coordinates (A,¢,h) are (Leick, 1990, p. 184-185):
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¢ = arctan 1 2
1l -ez fx2 +Y2
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APPENDIX B: EPHEMERIS ALGORITHM

The following parameters are provided continucusly for
each satellite of the GPS constellation. Their exact placement
and description within the ephemeris message is defined by the
Interface Contrcl Document, ICD-GPS-200 as published by
Rockwell International Space Systems Division. Any serious
manipulation of the ephemeris algorithm using GPS data
requires careful consideration of this document. There are
several important, yet subtle, facts about the time tagging

and the corresponding validity of the Issue of Data messages.

Mo Mean Anomaly at Reference Time

An Mean Motion Difference from Compuced Value

e Eccentricity

(A)'7 Square Root of the Semi-Major Axis

1, Longitude of Ascending Node of Orbit Plane at
Weakly Epoch

i, Inclination Angle at Reference Time

W Argument of Perigee

OMEGADOT Rate of Right Ascension
IDoT Rate of Inclination Angle

C.. Amplitude of the Cosine Harmonic Correction
Term to the Argument of latitude

Cu Amplitude of the Sine Harmonic Correction Term
to the Argument of Latitude
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C,. Amplitude of the Cosine Harmonic Correction
Term to the Orbit Radius

Co Amplitude of the Sine Harmonic Corraction Term
to the Orbit Radius

Ci Amplitude of the Cosine Harmonic Correction
Term to the Angle of Inclination

Cy Amplitude of the Cosine Harmonic Correction
Term to the Angle of Inclination

te Reference Time Ephemeris

IODE Issue of Data (Ephemeris)

The following tahles list the number of bits, the location
within words three through ten (omitting the parity bits), the
scale factor of the LSB, the range and the units for each of
subframes two (Table VII) and three (Table VIII). Parameters
indicated with an asterisk are to be two’s ccmplimented with
the sign bit in the MSB. Unless otherwise listed in the value
range column, effective range is the maximum range attainable
with the indicated bit allocation and scalr factor.

The following elements of the ephemeris algorithm are
listed in order of expected solution. All the required
intormation isg given or may be found using the above from the
GPS ephemeris message.

WGS 84 value of the earth’s

B = 3.986005 x 10 meters?® universal gravitational
sec? parameter
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Table VII BIT ALLOCATION AND SCALING FACTORS FOR WORDS THREE
THROUGH TEN OF SUBFRAME TWO. (ROCKWELL, 1987, PP. 60-81)

Parameter] No. of | Location|LSB scale| Value Units
bits of bits factor range
IODE 8 1-8 see ICD~-
GPS-200
C, 16+ 9~-24 23 meters
An 16% 25=40 24 semi-
circles/
sec
M, 32% 41-72 2 semi-
circles
Cu 16% 73-88 2% radians
e 32 89-120 2 ¥ 0.03 |dimension
less
Cy 16% 121-136 2 radians
(a)\2 32 137-168 2 meters'’?
t, 16 1.69~-184 24 604,784 | seconds
other 8 185-192 see ICD~-
GPS=200

*Parameters lindicated are asigned integers. All others are unsigned.

rad WGS 84 value of the earth’s
O =7 .2921151467 x 10 X292 rotation rate

sec
Semi-major axis
A= (JA)?
Computed mean motion
n, = l.&. zad
A3 sec
£ o=t -t Time from ephemeris reference
k oe epoch

In the above equation, t is GPS system time at time of
transmiseion (i.e., GPS time ccrrected for transit time
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Table VIII BIT ALLOCATION AND SCALING FACTORS FOR WORDS
THREE THROUGH TEN OF SUBFRAME THREE. (ROCKWELL, 1987, PP.
60-81)

Parameter{ No. of Bit LSB scale Value Units
bits location factor range
Cie 16% 1-16 2 radians
0 32% 17-48 24 semi~-
circles
| Ciy 16* 49-64 2 radians
" i, 32% 65-96 24 semi-
circles
|| Cre 16% 97-112 2° meters "
" W 32% 113-144 2} semi~
circles
OMEGADOT 24% 145-168 24 semi- "
circles/
sec
IODE 8 169-176 see ICD-
Il GPS=~200
I IDOT 14 % 177=-190 2® semi-
circles/
soc |
other 2 191-192 seae ICD-
GPS=200

*Parameters indicated are signed integers. All others are unsmigned.

range/speed of light,. Furthermore, t, shall be the actual
total time difference between the time t and the epoch time
t., and must account for beginning or end of week crossovers.
That is, if t, is greater than 302,400 seconds, subtract
604,800 seconds from t,. If t, is less than 302,400 seconds,
add 604,800 seconds to t,.

c c ea o
n=n,+ An orrected mean motion

Mean anomaly

93




The next equation solves for the eccentric anomaly (E,) by
iteration. M, and e are known from above.

M
t - .
Le E, T—=a
Then M =
- M, - M,
A =TT oes T
E, = E + 4,

E, ~esinE It M, = My, then E, = E,

otherwise repeat and
compare again.
(Trattersfield, 1584, p. 36)

Having found E,, the rest of the solutiun is simpl, solving

equations.

v, = arctan[ yi-e? sinEk]

@:v, +tw

True anomaly

Argument of latitude

Second harmonic perturbations:

du,=C,, 8in2®, + C, cos2®,
dr,=C, . cos2®, + C., sin2Q,

bik=cic C052°k + Cil Sin2°k

o, + dr,

[
»
%

I, =A (1 - e CosE,) + 8r,

-
»
I

=i, + 81, + (IDOT) t,

Argument of lat correction
Radius correction

Correction to inclination

Corrected argument of latitude

Corrected radius

Corrected inclination
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Xk = I, COSU, Positions in orbital plane
yi = I, siny,

Correctea luncitude of
Q=0+ (Q-Q)t - Oty  agcending node

/ / )
X, = X, cosf), -y, cosi, sinQ}
k k k k k Earth-Centered, Earth=-Fixed

(ECEF) coordinates

—

x, = X/ sinQ, -y, cosi, cosQ,

|z, = y& sini,
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APPENDIX C: PVT-6 SPECIFICATIONS

bty parameter LRI R S Dodaripton,
Dynamics 1000 Knots (518 mvaac)
Acceleration 49
Save®
Antewia ¢+ Active microstrip patch Antenna Module
* Powered by Receiver Module (5 Vde @ 25 mA)
Antenna 1o Recelver s Single coaxial cable (6dB max loss at L1; 1675.42 MHz)
interconnection «  Typical length with RG58 coaxial cable; 20 feet (8 maters)
Serinl Output * RS232C Interfmos
Accuracy o Leas than 25 maters, SEP (without SA)
* DoD may invoke Selective Avallability (SA), potontially dogndlng
accuracy to 100 maters (2d AMS) .
Altituds + 80,000 feet (18 Km) (maximum)
Operating Temperature +  Active Antenna <40°C 10 +100°C (40°F to +212'F)
+ Receiver Moduls <30°C to +80°C (-22°F to 178°F) \
Humidity *  §8% non-condansing +30°C 1o +80°C (+88°F tn +140°F)
Physical Dimansions « Recsiver PCB 3.94 X 2.78 X 085 in (100 X 70 X 16.5 mm)
« Antenna Moduls 4.01 (dim) X 0.85 in {102 (dia) X 22.8 mm)
Waight + Receivar and Housing 4.5 oz (128 g)
¢+ Antenna Module 4802 (138.2¢)
Switched Powet * 9to18 Vdoor
+ 54028 Vde )
“Keep-Alive" BATT Power » 4.75-16 Vdo: 0.3 mA
Power Consumption (typical) + 13W@ 5 Vdoinput
* 1.8BW@ 12 Vdc input
Reosiver Interconnection »  AMP 10 pin, #104380-4 on Recsiver Modula
- RS2320
- Power Input
« OS8X corinsctor an Receiver and Antenna
MTBF (Mean Time Before Failure) | « 85,000 hours (ostimated)
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APPENDIX D: PVT~-6 ANTENNA GAIN
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APPENDIX E: SOFTWARE DRIVER SOURCE CODE

A. GPSAN.C

/* GPSAN.C

Reads ascii position data "@@Ba" from a file, converts it
it to binary and places the scaled and formatted messages
in an array of structures,

Input is the name of the ascii file without the extension.
Output is a file with the analyzed data from GPSCRNCH.H.
*/

#include <string.h>

#include <stdlib.h>

#include <stdio.h>

#include "c:\borlandc\twite\gnstruct.h"
#include "c:\borlandc\twite\gpsconv.h"
#include "c¢:\borlandec\twite\gpscrnch.h”
#include “c:\borlandci\twite\gpsfun.h"

void main{void)

{
#datine COL 130
#define NEWCOL 6€

char name(40], path{30) = "c:\\borlandc\\etwork\\";

int l,j,k,m,n,s,master,slave, ROW;

ONEBYTE first, second, third, inbuff{COL};

ONEBYTE *°*mbuff, **sbuff, **mbuffbin, **sbuffbin;
struct T_POS_CHAN_STATUS *marst, *sarst, pos_chan;
FILE *fpname;

printf("\nEnter the input filename (without the extension{??.ext): "}
scanf("%s",name);

strcat{path, name);

strcatipath, " .txt");

printf("%s",path);

foname = fapen(path,"r");

printf("\nEnter the number of rows (individual messages): "};
scanf("%d", &ROW);
printf("\n");
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/* Create mbuff and sbuff.

*/

mbuff = calloc{ ROW, sizeof{ ONEBYTE * });
sbuff = calloc( ROW, sizeof({ ONEBYTE * ));
for (imQ; i<ROW; | + +)

mbuffli] = calloc{ COL, sizeof({ ONEBYTE ));
sbuffli] = calloc|{ COL, sizeof( ONEBYTE });

Y

while {1)
{ .
/* Read in file to ascii arrays mbuff and sbuff.
*/
ifl{k >= 70)
break;
first = fgetcifpname);
if ( first == '@’ )
{
second = fgetc(fpname);
if (second = = '@’ )
{
third = fgetcifpname);
/* Store inbuff array in either mbuff or sbuff.
*/
if (third = = '@")

fread( sbuff(s], sizeof(ONEBYTE), COL, fpname );
k = 0;
8+ +!
}
else
{
mbuff(m][0] = third;
for {im1;i<COL: i+ +)
mbuff(ml(i] = fgetc{fpnamae);
k = O;
m+ +,;

k+ +;
}; /* end while */
fclose{fpnama);

master = m;
slave = 8,
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/* Create mbuffbin and sbuffbin,
*
mbuffbin = calioc{ master, sizeof({ ONEBYTE * )};
for (i=0; i<master; i+ +)

mbuffbinli] = calloc{ NEWCOL, sizeof( ONEBYTE ));
sbuffbin = calloc( slave, sizeof{ ONEBYTE * ));
for{i=0; i<slave; i+ +)

sbuffbinli] = calloc{ NEWCOL, sizeof( ONEBYTE ));

/* Convert hex buffer to binary buffer.

*/
for (i = 0;i < master; i+ + )
{
mbuffbin(il[0] = mbuff(i)(0);
mbuftbinlil{1] = mbuff{ill1];
k = 2;
for{) = 2;j< COL; j+ =2)
mbutfbinlil(k] = (Heximbufflilljl) << 4) | Heximbufflillj+ 1]);
K +=1;
b
Y
for (i = Q;i < slave; i+ + )
{
sbuffbin(i)(0] = sbuffli][0);
sbuffbinli)[1) = sbuff(il[1);
k = 2;
for{j = 2:j < COL; j+ =2)
sbutfbinlillk] = (Hexisbuft{illj]} < < 4} | Hex(sbuff(i]lj + 11);
K +=1;
|5
|4
/* Free mbuff and sbuff memory.
*/

fur (i=0; i<ROW; i+ +!}

fres(mbufflil);
frea(sbufflil);
|
freeimbuff);
free(sbuff);

/* Temporarily store mbuffbin in a file "mtemp.bin™ and free memory.
*
/
tpname = fopen( "mtemp.bin", "wb" );
for (i=0; i<master; i + +)
fwriteimbuffbinfi], sizeof(ONEBYTE), NEWCOL, fpname);
for {i=0; i<master; i+ +)
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freelmbuftbiniil);
free(mbuffbin);
fclosel{fpname);

/* Temporarily store sbuffbin in a file "stemp.bin" and free memory.
Ol'

foname = fopen( "stem.bin", "wb" };

for {i=0; i<slave; i+ +)

twrite{sbuffbin{i], sizeof(ONEBYTE), NEWCOL, fpnaine);

: for (i=0Q; i<slave; i+ +)
5 free{sbuffbinii));

free(sbuffbin);

fclose{fpname);

/* Create an array of structures.

*/

marst = calloc{ master, sizeof{ struct T_POS_CHAN_STATUS ));
sarst = calloc( slave , sizeof( struct T_POS_CHAN_STATUS ));

foname = fopen( "mtemp.bin", "rb");
for{i = 0;i < master; i+ +)

freadlinbuff, sizeof(ONEBYTE), NEWCOL, fpname);
: Convert_Pos_Chan_Status( inbuff );
marst(i] = pos_chan;

{close( fpname );
remove("mtemp.bin®");

foname = fopen{ "stemp.bin", "rb");
for{i = Qi < slave; i+ +)

freadlinbuff, sizeof(ONEBYTE), NEWCOL, fpname);
Convert_Pos_Chan_Status( inbuff );
sarst(i] = pos_chan;

)

fclose( fpname );

remove(”stemp.bin");

Ave_Max_Stdev(marst, sarst, master);

}; /* end main */
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B. GPSCONV.H

/* GPSCONV.H

Convert_Ephemeris()

Convert_Pos_Chan_Status()

Convert_xDOP{)

Convert_Sat_Range_Datal)

Convert_Pos_Chan_Status_Ext()
¢

#itndef _GPSCONV_H
#define _GPSCONV_H

#include <math.h>
#ifndef _GPSTRUCT_H

#include "c:\borlandc\twite\gpstruct.h"
#endif

/.Q......Q0.0.QQ'QQ.Q.Q'.’O‘O'00'0.0CQ.....0.0'0."00’0'0*0...00

Convert_Ephemerisi()

This procedure converts the raw binary ephemeris data
into a representation usable for post-processing
applications. The equations coded in this procedure

are taken from the ICD-GPS-200 (the GPS NAVSTAR ICD).

Input is an array with the binary ephemeris mussage.
Aithough it is unscaled, it is in the array
format of the ICD-GPS-200 format.
Output is a structure with the scaled and formatted
ephemeris message.
*/

void Convert_Ephemeris{ ONEBYTE hex_ephemeris[}(3] )

/* Sign extends a neg hex byte into its TWOBYTE (integer) equivalent
*/
#define MACRO_SET_UPPER(word_to_set) \

if { word_to_set & Ox0080 )} wsord_to_set | = OxFFOO ;

/* This MACRO takes two hex bytes and merges them into a single
TWOBYTE (integer) value.
*/
#define MACRO_MAKE_EPH_WORD(e_wd, w1, b1, w2, b2)\
e_wd - { ({ UNSIGNED_TWOBYTE ) hex_ephemeris(w1]lbl] << 8 | \
{ UNSIGNED_TWORBYTE ) hex_ephemeris(w2](b2] );
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UNSIGNED_TWOBYTE word1, word2; /* Temporary storage for words built. */
struct T_FLOAT_EPHEMERIS *eph ;

eph = mallocisizeof{ struct T_FLOAT_EPHEMERIS) );

/* Time of ephemeris

¢/

MACRO_MAKE_EPH_WORD(waord1, 15, 0, 15, 1 );

eph->toe = {double) ( ((UNSIGNED_FOURBYTE) word1) * 16 ) ;

/* Mean anomaly at reference time ( m0 ),

¢/

MACRO_MAKE_EPH_WORD(word1, 9,2, 10,0 );
MACRO_MAKE_EPH_WORD(word2, 10, 1,10, 2 };

eph->m0 = { ( { FOURBYTE ) word1 << 16) | word2 ) * PITWOM31;

/* Mean motion difference from computed value { delta_n ). -,
*

MACRO_MAKE_EPH_WORD(word1, 9,0,9, 1);

eph->delta_n = ({ TWOBYTE ) word1 * PITWOMA43;

/* Eccentricity ( e ).

¢

MACRO_MAKE_EPH_WORD(word1, 11, 2,12, 0);
MACRO_MAKE_EPH_WORD(word2, 12,1, 12,2); ~
eph->e = ( { { UNSIGNED_FOURBYTE ) word1 << 16) | word2 ) * TWOM33;

/* Square root of the semi-major axis ( sqrt_a }.

*/

MACRO_MAKE_EPH_WORD(word1, 13,2, 14,0});
MACRO_MAKE_EPH_WORD(word2, 14, 1,14,2);

eph->sqrt_a = ( ( { UNSIGNED_FOURBYTE ) word1 << 16} | word2 ) * TWOM19;

/* Longitude of ascending mode of orbit plane at
weekly epoch ( omega_0 ).
¢/
MACRO_MAKE_EPH_WORD(word1, 16, 2,17, 0);
MACRO_MAKE_EPH_WORD(word2, 17, 1,17, 2}
eph->omega 0 = ( { { FOURBYTE ) word! << 16) | word2 ) * PITWOM31;

/* Inclination angle at refersnce time ( i0 ).

*

MACRO_MAKE_EPH_WORD(word1, 18, 2,19,0);
MACRO_MAKE_EPH_WORD(word2, 19, 1,19, 2);

eph->i0 = { ( { FOURBYTE ) wordl << 16) | word2 } * PITWOM31;

/* Argument of perigee { w ).

*/

MACRO_MAKE_EPH_WORDI(word1, 20, 2, 21, 0);
MACRO_MAKE_EPH_WORD(word2, 21,1, 21,2 );

eph->w = ( {{ FOURBYTE ) word! << 16} | word2 ) * PITWOM31;

103




/* Rate of right ascension { omega_dot ).

¢l

wordl = { UNSIGNED_TWOBYTE ) hex_ephemeris[22](0);
MACRO_SET_UPPER(word1) ; /* Set upper bits if negative. */
MACRO_MAKE_EPH_WORD(word2, 22,1, 22, 2);

eph->omega_dot = { ( { FOURBYTE ) word! << 16) | word2 ) * PITWOM43;

/* Rate of inclination angle (i_dot ).

*/

MACRO_MAKE_EPH_WORD(word1, 23,1, 23, 2);

wordl = word1 >> 2;

it ( word! & Ox2000) /* Set upper bits if negative. */
word1 | = 0xCO00;

eph->i_dot = ( TWOBYTE ) word1 * PITWOM43;

/* Amplitude of the cosine harmonic correction term to the
argument of latitude {cun),

*/

MACRO_MAKE_EPH_WORD(word1, 11,0, 1%, 1);

eph->cuc = { TWOBYTE ) word1 * TWOM29;

/* Amplitude of the sine harmonic corraction term to the
argument of latitude (cus).

*/

MACRO_MAKE_EPH_WORD(word1, 13,0, 13, 1 );

eph->cus = (TWOBYTE ) word1 * TWOM29;

/* Amplitude of the cosine harmonic correction term to the
orbit radius (crc).

*/

MACRO_MAKE_EPH_WORD(word1, 20,0, 20, 1 );

gph->crc = ( TWOBYTE ) word1 * TWOMS;

/* Amplituda of the sine harmonic correction term to the
orbit radius (crs).

*/

MACRO_MAKE_EPH_WORD(word1, 8, 1,8, 2);

eph->crs = ( TWOBYTE ) word1 * TWOMS;

/* Amplitude of the cosine harmonic correction terim to the
angle of inclination (cic).
* )
]
MACRO_MAKE_EPH_WORD(word1, 16,0, 16, 1);
eph->cic = { TWOBYTE ) word?! * TWOM29;

/* Amplitude of the sine harmonic correction term to the
angie of inclination (cis).

*/

MACRO_MAKE_EPH_WORD(word1, 18,0, 18, 1),

eph->c¢is = { TWOBYTE ) wordl * TWOM29;
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/* Estirnated group delay differential { t1gd ).

L

/
word1 = ( UNSIGNED_TWORBYTE ) hex_ephemeris(4](2];
MACRO_SET_UPPER(word1) ; /* Set upper bits if negative. */
eph->tgd = ( TWOBYTE ) word1 * TWOM31;

/* Clock data reference time { toc ).

*

MACRO_MAKE_EPH_WORD(word1, 5,1,5,2 );
- aph=>toc = word! * 18.0;

/* Polynomial coefficient { af2 ).

./ .

word1 = ( UNSIGNED_TWOBYTE ) hex_ephemeris(6)(0];
MACRO_SET_UPPER(word1) ; /* Set upper bits if negative. */
eph->af2 = ( TWOBYTE ) word1 * TWOMbBS;

/* Polynomial coefficient { af1 ).
*
/
MACRO_MAKE_EPH_WORD(word1, 6,1, 6,2);
eph->afl = ( TWOBYTE ) word! * TWOM43;

/* Polynomial coefficient { af0 ),

0/ .

wordl = ( UNSIGNED_TWOBYTE ) hex_sphemeris(7](01;
MACRO_SET_UPPER(word1) ; /* Set upper bits if negative. */
MACRO_MAKE_EPH_WORDI(word2, 7,1,7,2);

word2 = word2 & OxFFFC ; /* clear 2 bits */

eph->af0 = ( ( ( FOURBYTE ) word1 << 16) | word2 ) * TWOM3125;

/* Semi-major axis (a ),
L ]
/
eph->a = eph->sqrt_a * eph->sqrt_a;

/* Corracted me=n motion ( n ).
¢/
eph->n = SQRMU / { eph->a * eph->sqrt_a ) + eph->delta_n;

f.. Square root of eccentricity*2 subtracted from 1 { asqrt ).
e;,:h->e_sqrt = gqrt{ 1.0 - eph->0 * eph->3 );

C’ Omega_dot - WE ( wk1 |,

e;lah->wk1 = gph->omega_dot - WE;

{" Omegal - WE * toe { wkO ).

e;/)h->wk0 = gphi->omeaga_0 - WE * eph->1toe;

/* Sine w ( sin_w ).
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*/
eph- >sin_w = sin { eph->w );

/* Cosine w { cos_w ),
*/
eph->cos_w = cos ( eph->w );

/* Square root of semi-major axis * eccentricity * FCONST,
*/
eph->sqrta_e_fconst = eph->sqrt_a * eph->e * FCONST;

/* Ilssue of data, aphemeris,
0/
eph->iode = hex_ephemeris[23](0];

return *eph;

b

P....'..'Q....O...'..0.0...0..000...........0....0...00.0..0...

Convert_Pos_Chan_Status()

This procedure parses and decodes a position/status/data
record received from the Motorola PVT-8. The flow of this
procedure is as follows :

- pass in the BINARY buffer containing 66 bytes

- read the BINARY data from the butfer and convert dirsctly

into the final data structure.

Input is a buffer of typs ONEBYTE with a single binary
position/status/data message.
Output is the atructure with the scaled and formatted
position/status/data message.
*

struct T_POS_CHAN_STATUS Convert_Pos_Chan_Status(ONEBYTE posl(])

{

struct T_POS_CHAN_STATUS pos_chan;
UNSIGNED_ONEBYTE |, | ;
UNSIGNED_ONEBYTE tempchar ;
UNSIGNED_FOURBYTE tempudbyte ;
FOURBYTE tempsdbyte ;
UNSIGNED_FOURBYTE nsecs ;

doubla degrees, minutes, seconds ;

/* Read and scale the of the data.
*

/
pns_chan.month = pos(2] ;
pos_chan.day = pos(3];

tempchar = posld}];
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pos_chan.year = { tempchar < < 8) + pos(5];

pos_chan.hours = pos(6);
pos_chan.minutes = posi(7]:

tempchar = pos(8); /* integer seconds */
tempudbyte = pos(9) ;
tempudbyte = ( tempudbyte << 8) + pos[10);
tempudbyte = ( tempudbyte << 8) + pos(11);
tempudbyte = ( tempudbyte << 8) + pos(12];
pos_chan.seconds = (double) tempchar + \

{ { (double) tempudbyte } / 1,0E+ 9 );

tempsdbyte = pos[13};

tempsdbyte = ( teampsdbyte << 8) + pos(14];
tempsdbyte = ( tempsdbyte << B8) + posliB);
tempsdbyte = { tempsdhyte < < 8 ) + pos[16] ;
degrees = (double) tempsdbyte * MSECS_TO_DEGREES ;

pos_chan.latitude.degrees = (TWOBYTE) degrees ;

if { degress < 0)

degrees = fabs ( degrees ) ;

minutes = ( degrees - (TWOBYTE) degrees ) * 60.0 :
pos_chanlatitude.minutes = (TWOBYTE) { minutes ) ;
pos_chan.latitude.seconds = ( minutes - (TWOBYTE) minutes ) * 60.0 ;

tempsdbyte = pos(17] ;

tempsdbyte = (tempsdbyte << 8) + pos(18) ;
temps4byte = ( tempsdbyte < < 8) + pos(19) ;
temps4byte = ( tempsdbyte < < 8) + pos(20) ;
degrees = (double) temps4byte * MSECS_TO_DEGREES ;

pos_chan.longitude.degrees = (TWOBYTE) degress ;

it { degrees < 0)

degrees = fabs ( degrees ) ;

minutes = ( degrees - (TWOBYTE) degrees ) * 60.0 ;
pos_chan.longitude.minutes = (TWOBYTE) { minutes ) ;
pos_chan.longitude.seconds = | minutes - (TWOBYTE} minutes ) * 60.0 ;

tempsdbyte = pos(21);

tempsd4byte = ( tampsdbyte << 8) + pos(22) ;
tempsdbyte = ( tempsdbyte << 8 ) + pos(23) ;
tempsdbyte = ( tampsdbyte < < 8) + pos[24)] ;
pos_chan.datum_height = (double) tempsdbyte / 100.0 ;

tempsdlyte = pos(26} ;

tempsdbyte = ( tampsdbyte << 8) + pos(286) ;
tempsdbyte = ( tempsdbyte < < 8) + pos(27];
tempsdbyte = ( tempsdbyte < < B) + pos(28);
pos_chan.msl_height = (double) tempsdbyte / 100.0 ;
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tempchar = pos(29] ;
pos_chan.velocity = (double) { { tempchar < < 8) + pos(30])/ 100.0;

tempchar = pos(31];
pos_chan.heading = (double) { { tempchar < < 8) + pos(32])/10.0;

tempchar = pos(33) ;
pos_chan.current_dop = {double) ( { tempchar << 8) + pos(34])/10.0;

pus_chan.dop_type = pos[35) ;
pos_chan.visible_sats = pos(36] ;
pos_chan.sats_tracked = pos(37] ;

j=0;
for (i = 0; i < NUM_CHANNELS; i+ +)

pos_chan.channelli].svid = pos(38 + j};
pos_chan.channellilmode = pos(39 + ji;
pos_chan.channel(i).strangth = pos(40 + jl;
pos_chan.channelll].flags = pos(41 + j);
|+ =4,

)

pos_chan.rcvr_status = pos(62);

return pos_chan;

}
#endit /* GPSCONV_H */
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c. GPSCRNCH.H

/* GPSCRNCH.H

Used to crunch the position data to determine the mean,
maximum, and standard deviation of the position error
obtained by DGPS. Geodetic coordinatas ars converted to
ECEF coordinates and thy distance formula is used to compute
the distance error.

input is an array of structures that contain the scaled
and formatted position/chan/status message data,
The user is asked to supply the output file name
without the extension,

Output is a file with the distance error for each data
point, and the mean, max and standard deviation of
all the data points,

*/

#ifndef _GPSCRNCH_H
#define _GPSCRNCH_H

#include <math.h>
#include <stdio.h>
#include <string.h>

#ifndef _GPSTRUCT_H
¥include "c:\baorlandc\twite\gpstruct.h"
#endif

FILE *fp;

void Ave_Max_Stdev(struct T_POS_CHAN_STATUS *mast, \
struct T_POS_CHAN_STATUS *sglav, int master)
{

int i, count=0, start;

char name(40], outpath{30] = "¢:\\borlandc\\twite\\";

double mlat, mlon, malt, siat, slon, salt, mN, sN, mean, distsum = 0;
double mx, my, mz, sx, sy, 8z, dist{200], max =-1.0, stdev, distsum2 =0;

printf("Enter the output filename without the extension {??7?.txt); ");
scanf("%s",name);

strcat{outpati, name);

strcat(outpath, ".out");

fp = fopen(outpath,"w");

forintfifp,"\n%s\n", outpath);

printf{"Enter the starting data point number: ");
scanf("%d",&start);
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for {i =start; i <master; i+ +)
{
/* Test to ensura the seconds match */
If { (ONEBYTE) mast(il.seconds = = [ONEBYTE) slav(i].seconds )

/* Convert to mx, my, mz, 8x, 8y, 82,

*

miat = {mastli].latitude.seconds * {1/60) + \
mast(i].latitude.minutes) * {1/60) 4 mast(i].latitude.degrees;

mion = {mastlil.longitude.seconds * {1/60) + \
mast(i].longitude.minutes) * (1/80) + mast(i].longitude.degrees;

malt = mast(i].datum_height;

slat = (aluv(il.latitude.seconds * {1/60) + \
slav(i].latitude. minutes) * (1/60) +slavli).latitude.degrees;
slon = (slav[il.longitude.seconds * (1/60) + \
slav(i].longitude.minutes) * (1/60) + slav(i).longitude.degrees;
salt = glav(il.datum_height;

mN = SEMIMAJOR_AXIS / sart( 1 - E_SQUARED * sin(mlat) );
sN = SEMIMAJOR_AXIS / sqrt( 1 - E_.SQUARED * sin(slat) );

mx = (mN + malt) * cosimlat) * cosimlon);
my = (mN + mait) * cos(miat) * sinimlon);
mz = (mN®*{1 -VE__SOUAFIED ) + malt) * sin(mlat);

sx = (8N + salt) * cosislat) * cos(slon);
sy = (8N + salt) * cos(slat) * sin(slon);
82 = (8N * (1-E_SQUARED ) + salt) * sinislat);

distli] = sqrt( (mx-sx)*(mx-sx) + (my-sy)*(my-sy) + (mz-sz)*{mz-82) );
if { dist(i] > 1000)
{

fprintfifp,"\nMtime = %2d:%1C0.7f <-> %2d:%10.7f = Stima \
Dist #%3d = XXXXX" ,mastli].minutes, mast(i].seconds, \
slav(i].minutes, slavli].seconds, I);

continue;

|5

/* Compute average, max and standard deviation,
»
/
count + +;
if (distli] > max ) max = distli];
distsum + = distlil;
distsum2 + = distli] * distli);

/* Print out the results to a file,

*/

fprintf(fp, "\nMtime = %2d:%10.7f <-> %2d:%10.7f = Stime \
Dist #%3d = %b 2f",mast(i].minutes, mastlil.ssconds, \
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slav|il.minutes, slavlil.seconds, i, dist(il);

}

else
{
fprintf(fp,"\nMtime = %2d:%10.7f <-> %2d!%10.7f = Stime |\

Dist #%3d = XXXXX",mastli),minutes, mastlil.seconds, \
slavlil.minutes, siavlil.seconds, i);

b

/* Compute the maan and standard deviation,

v/

mean = distsum / count;

stdev = sqrt( (distsum2/count) - (mean * mean));

fprintf{fp, "\n\nMeaan = %5.2f\nMax = %5.2f\nStdev = %5.2f\n"\
mean, max, stdev);

fclose(fp);
}; /* and Ave_Max_Stdev */
#ondif /v _GPSCRNCH_H */
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D. GPSDEFIN.H

/* GPSDEFIN.H

Store most of the definitions here.
*/

#ifndef _GPSDEFIN_H
#define _GPSDEFIN_H

/......Q.' tVDG deﬂn'tions 00’0.'..'/

typedef char ONEBYTE; /* data type allowing for the use of 8 bits, */
typedef short TWOBYTE; /* data type allowing for the use of 18 bits. */
typedef long FOURBYTE; /* data type allowing for the use of 32 bits. */

typedef ungigned char UNSIGNED_ONEBYTE;
typedef unsigned short UNSIGNED_TWOBYTE;
typedef unsigned long UNSIGNED_FOURBYTE;

/* unsigned 8 bits */
/* unsigned 16 bits */
/* unsigned 32 bits */

jeeeeessse cungtant definitions ****¢/

#define TWOM29
#define TWOM30
#define TWOM31
#define TWOM33
#define TWOM38
#define TWOMA3

#define P 3.14169265356898  /* GPS value of Pi */
#define WE 7.2921181467E-5 /* WGS84 earth’s rot rate (rads/sec} */
~ #define SQRMU 1.99649818432174E7 /* Square root of MU. */
#define FCONST +4.442807633E-10  /* FCONST is used in relativistic
clock correction. Defined on
page 73 of ICD-GPS-200. ¢/
#define INVERSE_FLATTENING 288.267223563 /* WGS-84 unitless */
#define FLATTENING 1/INVERSE_FLATTENING
#define SEMIMAJOR_AXIS 6378137.0 /* WGS-84 meters */
#define E_SQUARED  2°*FLATTENING-FLATTENING*FLATTENING
#define TWOMS 0.03125000000000 /* 245 */
#define TWOM11 (TWOMS / 64.0)
#define TWOM19 (TWOM11 / 266.0)
#define TWOM20 (TWOMI9/ 2.0
#define TWOM21 (TWOM20 / 2.0
#define TWOM23 (TWOM21 / 4.0)
#define TWOM24 {TWOM23 / 2.0) A
#define TWOM27 {(TWOM24 / 8.0)

(TWOM23 / 84.0)
(TWOM28 / 2.0)
(TWOM30/ 2.0)
(TWOM31/ 4.0)
{TWOM33 / 32.0)
(TWOM38 / 32.0)
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#define TWOMBO0 (TWOMA43 /128.0)
#define TWOM5ES (TWOMS0 / 32.0)
#define TWOM3126 (0.25 * TWOM31)

#define TWOP11 2048.0 /*2°1
#define TWOP12 (TWOP11 * 2.0)
#define TWOP14 (TWQP12 * 4.0)
#define TWOP18 {(TWOP14 * 4,0)

#define TWOP12_INTEGER 4096 /*2*12 */
#define TWOP16_INTEGER 85536 /*2*18 */

#define PITWOM31 (Pl * TWOM31)
#define PITWOM43 (Pl * TWOM43)

/0.00'0040 Twite definiﬂons 00000000/
#define FALSE 0

#defina TRUE 1
#define RX 0 /* recelve */

#define T 1 /* send %/
#define MGPS_PORT 3 /* master gps receiver port */
#define SGPS_PORT 4 /* slave gps receiver port */

#define NUM_CHANNELS 6
#define MSECS_TO_DEGREES {( 1.0 /1000.0 ) / 3600.0 )

#define EPH_NUM_WORDS 24 /* at 3 bytes/word */
#endif /* GPSDEFIN H */
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E. GPSDELAY.H

/* GPSDELAYH

Used to introduce an artificial delay in transmitting
psuedorange corrections from the master to the slave.

PR_delay() accepts a pointer of typs PANDL to the huifer

containing the psuedorange correction message
(@@Ce...) and an integer number of seconds it
is to be delayed. The output is to the PCL-744
sarial 1/0 card.

¢/

#ifndef _GPSDELAY_H

#define _GPSDELAY_H

#include <stdio.h>

#include <string.h>

#include <stdlib.h>

#include <time.h>

#include <dos.h>

#include "c:\borlandc\twite\head-¢.h"

#ifndef _GPSTRUCT_ H
#include "c:\borlandc\twite\gpstruct.h”
fendif

#define MAXDELAY 300

static PANDL  stor[MAXDELAY); /* Ring buffer 4/
static int num_waiting = O; /* Number of messages in queue */
static int next stor = O; /* Next storage location to be used */
static int next_xmit = O; /* Next message to be transmitted */

void PR_delay( PANDL *Ce_msyg, int delay )
{
PANDL *ptr;

/* Copy the contents of the buffer with the Ce_msg to a
new buffer for halding during the delay.
¢/
ptr = malloc( sizeof(PANDL) ); -
ptr->len = Ce_msg->len;
ptr->ptr = calloc( ptr- >len, sizeof{ONEBYTE) );
memcpyl( ptr->ptr, Ce_msg->ptr, Ce_msg->len );

/* Store the structure of type PANDL in the ring b ffer "stor(]".
»>

/
it (num_waiting < MAXDELAY )
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stor[next_star) = *ptr;

num_waiting + + ;

next_stor+ + ;

if (next_stor = » MAXDELAY)
next_stor -= MAXDELAY;

}

{

printf(*There are %d \"@®Ce...\" messages in the ring buffer.\n",\
MAXDELAY);

printf(*One corraction message was lost.”});

free(pti-> ptr);

freelptr);

raturn;

}

/* Transmit the oldest massage If there ara more messages
than the de'ay length. The delay is premised upon the
fact that correction messages come approximately one second
apart.
*f
while ( (num_waiting - delay) > 0}
{
sio_putb{ SGPS_PORT, stor(next_xmit].ptr, stor[next_xmit].len );
free(stor[next_xmit).ptr);
next_xmit+ + ;
it (next_xmit = = MAXDELAY)
next_xmit -= MAXDELAY;
num_waiting-- ;

b

free(ptr);
raturn;

)

#endi* /* GPSDELAY_H */




F. GPSFUN.H

/* GPSFUN.H
A collection of functions to manipulate GPS messages.

Hex()
Check_sum()
Bin_to_asciil)
Msg_verification()
Parse_inbutf()
Master_gps()
Slave_gps()

*/

#itndef _GPSFUN_H
#define _GPSFUN_H

#include <stdlib.h>

#include <string.h>

#include <stdio.h>

#include "c:\borlandc\twite\head-c.h"

#itndef _GPSTRUCT_H
#include "c:\borlandc\twite\gpstruct.h”

#ondif
FILE  *m_all_file; /* master file for all data */
FILE *m_pos_file; /* wmaster file for pos data */

/* Global matrix for converting ephemeris
*/
UNSIGNED_ONEBYTE hex_ephemeris{24)(3) ;
/* (word]lbyte] : 24 words (3 bytas per word) carresponding to
words 3-10 of subframes 1-3 of the satellite nav message.
| J
/

/0......Q......00...0'OQO......0.0....00000'...."."0'0"QQQ'..

Hex

This ptocedure converts an ASCII value to its hex
equivalent.

Input is a single ONEBYTE.
Qutput is a single ONEBYTE.
L ]
/
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ONEBYTE Hex(ONEBYTE ASCllvaiue)

{

[* 0is Ox30(48) -> 9 is 0x39(57)
Ais Ox41(66) -> F is 0Ox46(70)
ais Ox61(97)-> fis Ox66(102)

*/

if ((ASCllvalue) < Ox40)
return{{ASClivalue) - 0x30);
' else
; if {{ASClivalue) < 0x60)
return{(ASClivalue) - O0x37):
else
raturn{{ASClivalue) - Ox87);

b

,.000.0000000.00..0.'00000.00.0..00.000.0-0000000.00.00.'..00000.

Check_sum()

Calcuiates the checksum of a massage in a buffer of type
ONEBYTE. Since the massage is assumed to be in the Motorola
Binary Proprietary format, all but the last three bytes

are usad in computing the checksum,

input is the pointar of type PANDL.
. Output i3 the chacksum of type ONEBYTE. )
. . \

ONEBYTE Check_sum({ PANDL *msg )

{
ONEBYTE chk_sum = O;
int i;

/* Compute the Exclusive-Or of all but the last three bytes
*/
for (i = 0;i < (meg->ien - 3); i+ + )
chk_sum * = msg->ptrli};
return chk_sum;

b

,.0.........".0.‘......00'0.0.0..0.0.000000000.0.0.00.09'00000..

Bin_to_asciil)

Converts a message from binary to its hexidecimal
ASCIl equivalent. All bytes of the input message are
converted to ASCIl except the first n values as specified
in the integer input argument. (This was incorporated to
permit the use of this function with the Motorola GPS
proprietary message format where the first four bytes are
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already in ASCII.)

Input is a pointer of type PANDL and the interger value
of the number of bytes to skip before conversion.

Output is a pointer of type PANDL to the new buffer
with the ASCIl converted message.

*/
PANDL *Bin_to_ascii{ PANDL *bin_msg, int skip )
{
int i, j, Index, tmplan = 0 ;
ONEBYTE nibble(2], *ptr_too!;
~ PANDL *ascii_msg;

tmplen = bin_msg->len * 2 - skip;
ptr_tool = bin_msg- > ptr;

/* Create new memory for the converted massage.
¢/

ascil_msg = malioc( sizaof( PANDL ));
ascii_msg->ptr = calloc( tmplen. sizeof(ONEBYTE) );
ascli_msg->len = tmplen;

/* Copy any initial values to the new buffer that don’t nesd conversion,
¢/

memcpylascii_msg- > ptr,ptr_tool,skip};

for (i = gkip; | < tmplen; i+ + )

{
/* Split the byte into its upper and lower nibbles.

*/
nibble[0) = ( ptr_toolli] >> 4 ) & OxOF;  /* upper */
nibble[1] = { ptr_toolli) & OxOF ); /* lower */

for({j = 0;j<2j++)

{
/* Convert the nibbles to ASCII.
*/
if { nibbleljl < 10)
nibblelj] + = 0x30; /* nibkle + Ox30 = 0x30:0x39 */

alse
nikble(j) + = Ox37; /* nibble + 0x37 = 0x41:0x46 */
b
/* Compute the index and insert into the ascii_msg buffer

*

index = 2 * i - skip;

ascii_msg->ptr{ index ] = nibblel0}; '
ascii_msg-> ptr[ index + 1] = nibble(1};

return ascii_msg;
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/"".0"....'.."...""'.'Q’.'."Q”""'1""'."..."'..'QQ.

Msg_verification()

Specifically used to verify the integrity of the
Motorola GPS proprietary message format.

Input are a pointer of type PANDL and an integar designating
whether the message was received from the GPS receiver (Rx)
or is to be transmitted to the GPS receiver (Tx).

Qutput is the integer flag indicating whather or not the
message passad verification. True means it passed.

./ . .

int Msg_verification( PANDL *msg, int msg_direction )

int i, len = -1, array_col;

- Int status = TRUE;
ONEBYTE byte0 = msg->ptr(0]; /* Msg prefix @ byte */
ONEBYTE bytel = masg->ptr{1]; /* Msg prefix @ byte */
ONEBYTE byte2 = msg->ptr(2); /* Msg id first byte */
ONEBYTE byte3 = msg->ptr(3); /* Msg id second byte */

" ONEBYTE  byteCS = msg->ptrl msg->len-3 1; /* Chaeck Sum byte */
ONEBYTE bytaCR = mag->ptrl msg->len-2 ); /* Carr Retn byte */
ONEBYTE bytelLF = msg->ptel mag->len-1 J; /* Line feed byte */

/* Determinio if message verification is for Tx or Rx because the
number of byte in the messays is different for a4 Tx message
than for an Rx messaga.

*/
if { msy_direction )

array_coi = O; /* Tx message: to GPS receiver */
else

array_col = 3; /* Rx message: fm GPS receiver */

/* Message ID existence verification and expected length.
*/
if { byle2 m = 'A’)

for({i = 0,1 < 30;i++)

{
it ( byte3 = = A_arraylillarray_col] )
{
it ( msg_direction )
len = A_arrayl(il(1); /* Msg size to PVT-6 */
else
len = A_arraylil{2); /* Msg size fm PVT-8 */
break;
B
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&
if ( byte2 = = ‘B')
for{i=0;i< 11;i+4+)
{
if ( byte3 = = B_arrayl(i]larray_col] )

it { msg_direction )

len = B_arraylil(1], /* Msg size to PVT-6 */
else

len = B_arraylil[2]; /* Msg size fm PVT-6 */
break;
}:

)
it {byte2 == 'C’' )
for (i m Qi< 1Y id++)

{
it { byte3 = = C_array[i){array_col] )

it ( mag_direction )
len = C_arraylil{1}; /* Msg size to PVT-6 */
else '

len = C_arraylil[2]; /* Msg size fm PVT-6 */
braak;

):
]
if {byte2 1= 'A’ &4& byte2 | = 'B' &8& byte2 |= 'C')

{
status = FALSE;
return status;

}i

/* Message langth verification, {"Cj" message is a spacial case,
See GPSINIT.H.)

[
/

if ( Ign |m mag->len && byte2 |= 'C’ && byted | = '}’ )

{
status = FALSE;
return status;

};

/* Message check sum verification.
*
if ( byteCS ! = Check_sum({ msg })

(
status = FALSE;
return status;

)i
/* Message begins with @@ prefix.
*/
it (byteO ! = '@’ || bytel | = '@’ )
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{
status = FALSE;
return status;

b

/* Message ends with CR-LF.
[
/
if { byteCR != OxOD || byteLF ! = OxOA )

status = FALSE;
return status;

)i

return status;

Y

/.Q........00000...0.....0.000000.0000.00.‘00000000.00.00.0#'...

Parse_inbutf()

This function accepts s pointer of typs PANDL to the
contents axtracted from the serlal port Rx buffer. As
this function repeatedly parses each succeeding message
from this buffer, the buffer's length dacreases until

the only remaining information is a partial message.

The pointer is a static pointer and will not loge its
information upon completion of this function so It will

be rejoined with the rest of itself when the next grab
from the Rx buffer occurs.

Inputs are a pointer of type PANDL and a pointer to a flag
indicating when the only remaining contents constitute
8 partial message.

Output is a pointer to a new buffer of type PANDL containing
the next complete single message in the buffer, Also,
the inbutf pointer pasaed into Parse_inbuff has been

altered.
*/
PANDL  *Parse_inbuff( PANDL *start_of_next_message, int *partial_msg_flag )
{
int |- oll = 0
int msg_start_found_before = FALSE;
PANDL *parsed_msg;

ONEBYTE *ptr_tool;

parssd_msgy = malloc( sizeof{ PANDL ) };

ptr_tool = start_of_next_message- >ptr;

/* CASE #1: A complete message has been found. The pointer

tool points to the beginning of a msg {indicated by "@@")
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and "@@" has been found once before. Move the place keeper
pointer "start_of_next_msg->ptr" and adjust the length
"start_of_next_msg->len". Copy the "found" message to a
new buffer and return its location in a pointer of type
PANDL.

*/

for (i = O; i < start_of_next_rnessage->len; i+ + )
{
it ( pte_toolli) = = '@ && ptr_toolli + 1) == '@’ )
{
if { msg_start_found_before )

parsed_mag->len = |- };
parsed_msg->ptr = calloc(parsed_msg->len, sizeof{ONEBYTE));
memepy(parsed_msg- > ptr, ptr_tool, parsed_msg->len);

start_of_next_message->ptr + u |;
start_of_next_message->len - = |;

*partial_msg_flag = FALSE;
return parsed_msg;
)
mag_start_found_before = TRUE;
| =i
)i

]
/* The start of a second message "®@@" was not found. The contents
are either exactly a complete message or they constitute a
partial message. Thus, the Parse_inbuff function is
given another chance otherwise the "partial-meg_tlag" is
returned and the partial message contents will be prepended
to the next buffer brought into Parse_inbuff,
¢/

/* CASE #2: There is exactly one message in the buffer,
¢/
if { ptr_tooll0] == '@’ && \
ptr_tooll1] == '@' && \
ptr_tooll start_of_next_message->len - 2] = = 0x0D && \
ptr_tooll start_of_next_message->len - 1 | = = Ox0A )
{
parsed_msg->len = |- j;
parsed_msg->ptr = callociparsed_msg- >len, sizeof(ONEBYTE));
memcpy(parsed_msg- > ptr, ptr_tool, parsed_msg- > len);

start_of_next_message->ptr = NULL;
start_of_next_message->len = O,

*partial_msg_flay = FALSE;
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/* UGS #5: There is only a pariial message left in the buffer.
*

/
else

*partial_msg_flag = TRUE;
)

return parsed_msg;

3

/0.0.0..0.0.0'00..00'00000.00.00.00.0"...00...000.0000000600.00

*

Maaster_gps()

For use with a Motorola GPS receiver configured in the
master station mode. It bullds two binary files on disk:

One records all output messages and the other records just
position masgsages. The function returns a pointer of type
PANDL that points to a bufter with psuedorangs correction
messages ready for transmission to the glave receiver,

Input is nothing,
Output is a pointer of type PANDL,

PANDL *Master_gps(void)

{
static PANDL mxsbuff;
static ONEBYTE mxs(300);  /* buffer for partial msg */
static ONEBYTE matart = TRUE ;
ONEBYTE *tail;
PANDL *inbuff, *tmpbuff, *parse_tool, *ben;
int *partial_msg_flag;

partial_msg_flag = malloc( sizeof{ ONEBYTE ) );
*partial_msg_flag = TRUE;

inbuff = malloc( sizeof( PANDL ) );
tmpbutf = malloc| sizeof( PANDL ) );
parse_tool = malloc| sizaof( PANDL ) );
ben = malloc( sizeof( PANDL ) );

/* Determine amount of info in Rx buffer and import to tmpbuff.
*/

tmpbuft->len = (ONEBYTE) sio_lqueus( MGPS_PORT );
tmpbuff->ptr = calloc{ tmpbuff->len, sizeof(ONEBYTE) };
sio_read( MGPS_PORT, tmpbuff- >ptr, tmpbuff->len );

/* Initialize the excess buffer that is to contain the partial msg.
¢
if { mstart )

{ /* This "if" gtatement is invoked */
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mxsbuff.len = 0; /* only the first time the program */
mstart = FALSE; /* is run. Note the scope of mstart,*/
mxsbuff.ptr = mxs;

b

/* Append tmpbuff messages to the partial message that is in mxsbuff,
*

inbuff->len = tmpbutf->len + mxsbuff.len;

inbutf->ptr = calloc| inbuff->len, sizeof(ONEBYTE) );

memepy( inbuff- > ptr, mxsbuff.ptr, mxsbuff.len );

tail = inbutf->ptr + mxsbutt.len;

memepy( tall, tmpbutf->ptr, tmpbuff->len );

/* Free tmpbuff memoty and reset partial message buffer length to zero.
*/

free{ tmpbuft->ptr );

free| tmpbuff );

mxsbutf.ptr = mxs;

mxsbuff.len = O;

/* Initialize "ben” for use in collecting psuedorange correction messages.
0/ .

ber = inbuff;

ben->len = Q;

whils { TRUE )

/* Get a full message from inbuff,

*/

parse_tool = Parse_inbuff( inbuff, partial_msg_flag );
if ( *partial_masg_flag )

free( parse_tool- >ptr );
break;

b

/* Verify the received message validity and indicate when
the message fails verification,

*/

it ( Msg_verification( parse_tool, RX ) |= TRUE )

printf("Message from master receiver fails verification!\n");
free( parse_tool- >ptr |;
continue;

b

/* Store only psuedorange corrections in old inbuff buffer for
return to the calling routine.
¢/
it (parse_tool->ptr(2] = = 'C’ && parse_tool->ptr(3] = = ‘e’
memcpy(ben->ptr + ben->len, parse_tool-> ptr, parse_tool->len);
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/* Write all messages to this file.

*/

m_all_file = fopen( "mall.txt", "ab" );

{write(parse_tool- > ptr,sizeof (ONEBYTE),parse_tool- > len,m_all_file);
fclose( m_ali_tile );

/* Write only position messages to this file.
¢/
it (parse_tool->ptr(2] = = 'B' && parse_tool->ptr(3] = = 'a’ )

m_pos_file = fopen( "mpos.txt", "ab" );
fwrite(parse_tool-> ptr,sizeof(ONEBYTE),parse_tool->len,m_pos_file);
fclose( m_pos_file );

frae( parse_tool->ptr );
}; /* end while */

/* Store any partlal message in tha excess buffer,
*/
if { inbuff->len > 0)

{

memcpy(mxsbuff.ptr, inbuff- > ptr, inbuff-> len);
mxsbuff.len = inbuif >len;

b

free( inbutf );
free{ parse_tool );
fres{ partial_msg_flag );

return ben;

Y

/.O’Q..........O’..00.0..'0...0000“..0......0...’0.0...0.'#0.0..

Slave_gps!)

For use with a Motorola GPS receiver in the slave
station mode, It converts five data messages into
scaled and formatted data:

Position/Statugs/Data message

xDOP Table Status message

Ephemeris Data Qutput messaye

Satellite Range Data Output message

Position/Status/Data Extension message
In addition, these and all other output messages are
returned to the calling routine for transmission to
the master receiver for post-processing.

Input is a pointer of type PANDL with any input massages.
Output is a pointer of type PANDL with all output messages.
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*/
PANDL *Slave_gps( PANDL *input)

static PANDL sxshuff;
static ONEBYTE sxs[300); /* buffer for partial msg */
static ONEBYTE sstart = TRUE ;
ONEBYTE “*tail; :
PANDL *inbutf, *tmpbuftf, *parse_tool, *ben;
int *partial_msg_flag, i; ' '

/* Deliver any input messages to the GPS receiver.

slo_putb( SGPS_PORT, input->ptr, input->len );
free{ input->ptr );
fres{ input );

/* Create flag pointer and working pointers of type PANDL.,

*/
partial_msg_flag = malloc( sizeof(ONEBYTE) );
*partial_msg_flag = TRUE; /* Used in Parse_inbuff */

inbuff = malloc( sizeof({ PANDL ) );
tmpbuff = malloc{ sizeof({ PANDL ) };
parse_tool = malloc( sizeof( PANDL ) );
ben = malloc( sizeof( PANDL } };

/* Determine amount of info in Rx buffer and import to tmpbuff.
0/ .
tmpbuff->len = (ONEBYTE) sio_iqueus( SGPS_PORT );
tmpbuff->ptr = calloc( tmpbuff->len, sizeof(ONEBYTE) );
sio_read( SGPS_PORT, tmpbuft- > ptr, tmpbuft->len );

/* Initialize the excess buffer that is to contain the partial msg, |

*/ N
if ( sstart )

{ /* This "if"* statemant is invoked */

sxsbuff.len = 0; /* only the first time the program */

sstart = FALSE; /* ig run, Note the scope of sstart.*/
sxgbuff.ptr = axs;

ki

/* Append this info in tmpbuff to excess msg from last read.
¢/

inbuff->len = tmpbuff->len + sxsbuff.len;

inbuff->ptr = calloc( inbuff->len, sizeof(ONEBYTE)} );
mamcpyl inbuff- >ptr, sxsbuff.ptr, sxsbuff.len );

tail = inbuff->ptr + sxsbuff.len;

memcpy|( tail, tmpbuff-> ptr, tmpbuff- >len );

/* Free tmpbuff memory and reset partial message buffer length to zero.
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¢/

free( tmpbuff->ptr );
frae( tmpbuff );
sxsbuff.ptr = sxs;
sxsbuff.len = 0;

/* Initialize "ben” for use in returning all messages to the calling
environment,

*/

ben = inbuff;

while { TRUE )

/* Get a full message from inbuff,

*/

parse_tool = Parse_inbuff( inbuff, partial_msg_flag );
it { *purtial_msg_fiag )

free( parse_tool->ptr );
break;

b

/* Varity the received message validity.
*/
it { Msg_verification{ parse_tool, RX ) | = TRUE )

free( parse_tool->ptr );
continue;

_ | 3

/* Convert the binary rnsg to GPS data structure for use by cpu.
*/
switch (parse_tool-> ptr(3])
{
cose ‘a’; /* @@8Ba Position/Status/Data  */
/* Insert conversion here */
break;
case ‘c': /* @@Bc xDOP Table Status */
/* Insert conversion here */
break;
case 'f": /* @@Bf Ephemeris Data */
for (i = 5;1 < EPH_NUM_WORDS+5 ; i+ =3
{
hex_ephemeris(i)0] = parse_tool->ptrli + O} ;
hex_ephemeris(il[1] = parse_tool->ptrli + 1];
hex_ephemeris(i]{2] = parse_tool->ptrli + 2];

/* Insert conversion here */
break;

case 'g": /* @@Bg Satellite Range */
/* Insert conversion here */
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break;

case 'k': /* @@Bk Position/Status/Data Lxt
/* Insert conversion hare */
break;

defauit:
break;

b

frea( parse_tool->ptr );
}: /* end while */

/* Store any partial message in the excess buffer.
*/
if ( inbuff->len > 0}

memcpy(sxsbuft.ptr, inbuff-> ptr, inbuff->len);
sxsbuff.len = inbuff->len;
3

free{ inbutt );

free( parse_tool );

freel partial_msg_flag );

return ben;

Y
#ondif /* _GPSFUN_H */
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G. GPSINIT.H

/* GPEINIT.H

This header file contains the Motorola Proprietary
Binary Message Format characteristcs for GPS
receivers. The first column contains the second
letter of the message ID of a message prepared for
input to the GPS receiver. The fourth ¢column contains
the second letter o the message |D of a message
received from the GPS receiver. For all messages sent
to the CPS receiver except oneg, there is a message reply.
The second column contains the final length of a
message prepared to be sent to the GPS recaiver. The
third column is the length of a message received from
the GPS receiver with that particular message ID.
Note: All message lengths can be expressed with
one byte except ane: The response message Cj is 294 bytes.
A unique dummy size equal 15 1 byte has been used to
indicate the length,
*
/

#ifndef _GPSINIT_h
#define _GPSINIT_H

#ifndef _GPSDEFIN_H
#include "c:\borlandc\twite\gpsdefin.h"

#endif -
ONEBYTE A_array[30)l4)={{  ‘a’, 10, 10, ‘a’ },
{ ‘b, 10, 10, ‘b’ },
{ ‘e 11, 11, ¢ ),
{ ‘'d,11, 11, 'd },
{ ‘e, 11, 11, ‘e },
{ 't.12, 15, 't },
{ 'g" 8: 8: 'g‘ }'
{ 'v.8, 8 'h},
( 'i'l 91 91 'i' )4
{ ‘I.8 8 "'}
{ 'k.9 9 ')
{ 'r.9, 9 1T}
{ 'm'.12, 12, 'm’ },
{ 'n,8 8 'n}
{ ‘0.8 25 'p}
{ 'p'.25, 25, 'p' ).
{ '9'.8 8 'q9}
{ 'r',8 8. 't}
{ ‘s’ 20, 20, 's' },
{ 'v.8, 8 't}

129




‘w', 12, 12, ‘v ),
‘v, 8, 8, ‘v }

‘w', 8, 8 ‘'w},
lx" 9‘ 9' Ix' }'

Yo, 1,y )
‘2,11, 11, ‘2 ),
‘A', 8, 8, ‘A" ]},
‘', 8, 8, 'B }‘

oco, 9‘ 9, 'C )'
JD" 9' 9' ID) )};

Py gy gy, gy, gy g, gy . o, g

ONEBYTE B_array[11114] = {{ 'a’, 8, 68, 'a’ ),

‘v, 8, 92, ‘b’ },

‘e, 8, 82, '¢’ },

'd’, 8, 23, ‘¢’ ),

‘o', 8, 0, ' },/* Be->Cb */
'v, 8, 80, 't },

‘e’ 8, 122,'¢' },

'h, 8, 0, ' },/*Bh->Ce */
:j" 7' 8. ajo }‘

'Y, 80, 0, '~ },/* Bf->Cc */
k', 8, 89, 'k }};

Gy, gy iy, ey, gy Py, Gy gy, iy gy

ONEBYTE C_arrayl11}l41= {{ ‘@', 7, 9, ‘a },

#endif

‘b, 33, 9, ‘W },

'd', 27, 171,'d' },

'e’, 62, 7, 'k},

", 7, 7' g )‘

lgl‘ 8. 8, og: }‘

v,8, 0, ‘W }'

.7, 1, ‘i ), /* Cjresp msg 294 byte */
'“,0, 33, 'b’ }, /* Be->Cb */

', 0, B2, '¢' ), /* Bh->Ce */

-, 0, 80, ‘¢’ }}i/* Bf->Cc */

Py geling, gy gy gremy ey, grimy, gaieny, gy iy

/* _GPSINIT_H */
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H. GPSPORTS.H

/* GPSPORTS.H

Initialize_master_gps()
Initialize_slave_gps()
Open_ports()
Close_ports()

Both initialization functions need tu be greatly improved
to provide an easy to understand and use interface with
the user.

*

#ltndef _GPSPORTS_H
#define _GPSPORTS_H

#include <stdio.h>
#include "c¢:\borlandc\twite\head-c.h"

. /'.O.._.’..0...0.0.0.0000QQQ...0....00000000.00.0.0..00000.00.00..

Initialize_master_gps()

This function presants the current configuration

settings for the master GPS receiver. The user is

offered the opportunity to change any of the parametsrs.
In addition, the user is raquested to indicate which if

any output files he will want. For those files, the default
file name is presented and made available for modification
or change.

Input is the serial port number through which the master
GPS communicates.
Output is nothing.
*/

vold Initialize_master_gps(int mgps)

{

char 31(20]={'@’''@','B",'a',1,22,13,10);
char s2(20)={'@"','@','B",'h",1,43,13,10}
sio_flushimgps, 2);

sio_putb(mgps,s1,8);

sio_putb(mgps,s2,8);

printf("Master GPS receiver initialized.\n");

return;

b
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Initialize_slave_gps()

This function presents the current configuration

seattings for the slave GPS receiver. The user is

offered the opportunity to change any of the parameters.
In addition, the user is requasted to indicate which if

any output files he will want. For those files, the default
file name is presented and made available for modification
or change.

input is the serial port number through which the slave
GPS communicates,
Output is nothing,

¢
void Initialize_slave_gps(int sgps)

{

char $1(201~{'®','@"','B','a’,1,22,13,10});
sio_flush{sgps,2);

sio_putb(sgps,s1,8);

printf{"Slave GPS receiver initialized.\n");
return;

Y
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Open_portal)

This tunction initializes the two serial ports
on the PCD-744 to be used by the master and slave GPS
raceivers. Before initialization, it either loads the
drivers for the standard and PCD-744 serial ports or
verifies that they are loaded. It then configures the
Baud rating, word length, parity, and stop bits as waell
as the modem and flow control. All commands that begin
with "slo_..." are PCD-744 commands and may be referenced
in the PCLS-802 PC-ComLIB Serial Communication Programming
Library.
The PCD-744 RS-232 8 port intelligent 10 card is
made by ADVANTECH in Sunnyvale, Ca. (408) 245-6678,
Input is the slave GPS port number.
QOutput is nothing.

*
void Open_ports( int mgps, int sgps )
{
int BAUD = 12; /* 9600 (p.12 PC-ComLIB) */
2t IOMODE = (0x03!0x00{0x00;; /* 8-N-1i{p. 12) */
At MODMODE = Ox00; /* DTR and RTS off (p.26)*/
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int HWMODE = 0x00; /* HW and SW flow ctrl off
(p.33)*%/
int n;

n = sio_ioctl{ mgps, BAUD, IOMODE );
if {n!= 0)

printf{"Qpening comport %d ioctl arror.\n",mgps);
abort();
ki
= gio_letrll mgps, MODMODE );
it (nt= 0)

=]

printf{"Opening comport %d Ictrl error.\n",mgps);
abortl();

Y
: : = sio_flowctrl{ mgps, HWMODE );
v if (n!w Q)

¢
3

» " printf{"Opening comport %d flowctrl error.\n",mgps);
ST o abort();
R

= sio_opan( mgps );
itini= 0)

3

printf{"Opening comport %d error.\n",mgps);
aborti();

3

2

= gio_inctl( sgps, BAUD, IOMODE );
itin!=0)

printf("Opening comport %d iocil error.\n",sgps);
abort!);
Y
= sio_lctrl{ sgps, MODMODE });
if (n{= 0)

2

printf("Opeaning comport %d lctrl error.\n",sgps);
4 aborti);

b
n = sio_flowctrl{ sgps, HWMODE );
ifinl= Q)

printf{"Cpening comport %d tlowctrl error.\n",8gps);
abort!();
|5
= sio_open( sgps );
ifin!= Q)
{

3
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printf("Opening comport %d error.\n",sgps);

abort();
4
printf{("Opened ports %d (Master GPS) and %d (Slave GPS).\n", \
mgps, sgps!;
return;
}

/..000.0.000.'0000.00.00090.00000.000.00.Q...OGOOQGOQQOQOQOQOOGO

Close_ports()

This function closes and resets all serial ports for
the PCD-744 Seriai 10 card. See the Open_ports function
for more information on the commands used herein,

Inputs are the master and siave GPS port numbers.
Qutput is nothing.
¢

void Close_ports( int mgps, int sgps )

{

printf(" Closing all ports\n");
sio_close( sgps );
sio_closel mgps );
sio_reset();

return;

¥

#endit /* _GPSPORTS_H */




I. GPSTRUCT.H
/* GPSTRUCT.H
L 4

/

#tndef _GPSTRUCT_H
#define _GPSTRUCT_H

#ifndef _GPSINIT_H
#include "c:\borlandc\twite\gpsinit.h"

#endif
typedef struct( /* Pointer AND Len */
ONEBYTE “*ptr;
int len;
JPANDL;

/* Struct and global data definitions
*

struct T_FLOAT_EPHEMERIS {
UNSIGNED_ONEBYTE lode;

/* Field name abbreviations were extracted from ICD-GPS-200,
*/

double toe; /* Time of ephemeris. */

double mO; /* Mean anomaly at refernce time. ¢/

double delta_n; /* Mean motion difference from computed value. */

double o; /* Eccentricity. */

double sqrt_a; /* Square root of semi-major axis. */

double omsga_0O; /* Longitude of ascending node of orbit plane
at weekly epoch. *

doubla I0; /* Inclination angle at reference time. *

double w; /* Argument of perigee. */

double omega_dot;  /* Rate of right ascension. */

double i_dot; /* Rate of inclination angle. */

double cuc; /* Amplitude of the cosine harmonic correction
term to the argument of latitude. ¢/

double cus; {* Amplitude of the sine harmonic correction
term to the argument of latitude. *

double cre; /* Amplitude of the cosine harmonic correction
term to the arbit radius. */

double crs; /* Amplitude of the sine harmonic corraction
term to the orbit radius, */

double cic; /* Amplitude of the cosina harmonic correction
term to the angle of inclination. *

double cls; /* Amplitude of the sine harmenic correction
term to the angle of inclination, */

double tgd; /* Estimated group delay diffarential. */




double toc; /* Clock data reference time. */

double af2; /* Polynomial coefficient (SV clock corraction) */
double af1; /* Polynomial coefficient (SV clock correction) */
double af0; /* Polynomial coefficient {SV clock correction) */
double n; /* Corracted maan motion. */
double e_sqrt; /* Square root of eccentricity“2 subtracted
from 1. ¢
double wk1; /* Omega_dot - WE. *
double wkO; /* Omega_0 - WE * toe. *
double sin_w; /* Sine w. */
double cos_w; /* Cosine w, */
double a; /* Semi-majct axis, */
double sqrta_e_fconst; /* Squeare root of semi-major axis *
eccentricity * ~CONST, ¢

} fioat_sphemeris ;

struct T_RECEIVER_CHANNELS (
UNSIGNED ONEBYTE svid;
UNSIGNED ONEBYTE mode;
UNSIGNED_ONEBYTE strangth;
UNSIGNED ONEBYTE flags;

struct T_GEODETIC {

TWOBYTE degrees ;
UNSIGNED_TWOBYTE minutes ;
double saconds ;

}i

struct T_POS_CHAN_STATUS {
UNSIGNED_ONEBYTE  month;
UNSIGNED_ONEBYTE  day;

UNSIGNED_TWOBYTE  vyear;
UNSIGNED_ONEBYTE  hours;
UNSIGNED_ONEBYTE  minutes;

double seconds;

struct T_GEODETIC latitude;

struct T_GEODETIC longitude;

double datum_height; /* meters */
double msl|_height; /* meters */
double valocity; /* m/sec */
double heading; /* degrees */
double current_dop;

UNSIGNED_ONEBYTE  dop_type:

UNSIGNED_ONEBYTE  visible_sats;

UNSIGNED_ONEBYTE  sats_tracked;

struct T_RECEIVER_CHANNELS  channel(NUM_CHANNELS] ;
UNSIGNED_ONEBYTE  rcvr_status;

)i
#endit /* _GPSTRUCT_H */
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J. HEAD=-C.H

/* moxa-c.h ver 1,00 10/11/1991
* Definitions for MOXA Serial I/Q Controller ioctri
*/

/* BAUD rate setting */
#define B50 0x00
#define B76 0x01
#define B110 0x02
#define B134 0x03
#define B150 Ox04

~“#define B300 0x06

#define 8600 Ox06

#define B1200 0x07
#define B1800 0x08
#define B2400 0x09
#define 84800 0x0A
#detine B7200 Ox0B
#define B9600 0x0C
#define B19200 0Ox0D
#define B3B400  OxOE
#define B57600 OxOF

/* MODE setting */

#dafine BIT_B 0x00 /* Word length define
#datine BIT_6 0x01

#detine BIT_7 0x02

#define BIT_8 0x03

#define STOP_t  0x00 /* Stop bits define */
#defina STOP_2  0x04

#define P_EVEN  Ox18 /* Parity define */
#detine P_ODD 0x08

#dafine P_SPC 0x38

#define P_MRK Ox28

#define P_NONE  Ox00

/* MODEM CONTROL setting */
#define C_DTR 0x01
#define C_RTS 0x02

/* MOQDEM LINE STATUS */
#define S_CTS 0x01
#define S_DSR 0x02
#define S_RI 0x04
#define S_CD 0x08

/* function declaration */
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long sio_iqueuelint);
long sio_ifreelint);
long sio_oqueuelint);
long sio_ofreelint);
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APPENDIX F: NP8 GEODETIC MARKS

SPANAGEL GEODETIC MARKS
| WGS-84

GPANAGEL MALL .

i

D N SO P G S T R I S W A D N O D) ST 1A BN VR D T B0 U G B WS G5 N5 OB G5 BN EB D 6B SR

wesm> 50,85 Deg

Spanagel Hall runs W to NE, The marks are on the 8 th
level near tha North-East cornor of the bullding.

Marks 1 and 2 are standard survey disks, marked SPA-1 and
8PA~2. SPA-3 is a square of thin aluminum. All marks
are attached to thae roof under a rail.

Poles ares mounted on the rhil above the marks. The
height to the marks are 11.83 m ( WGS~84 elipsoid ).

Mark Pole
SPA-1 363570375 121 52.47777  11.83 14.08

SPA-2 36 35.70180 121 52.48074  11.83 14.10
SPA-3 36 35.70277 121 52.47926  11.83 14.09
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Tabla IX WGS 84 SPANAGAL HALL EIGHTH FLOOR GEODETIC MARKS.
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Loca=| Itenm degrees degrees degrees meters
‘A tiomn | minutes mninutes (above
N ' " seconds |geoid)
Ispa=1] . Lat 1:36.59506253 |36° 35.70375°F 36° 35’
Sl N | s
2321 | Lon |121.87462956| 121 | 121°52°
‘ | °W. 32.47777 28.6664"°
Alt o s |
spa-2| Lat |36,50503006 [36° 35.70180°| 36° 35" .
| TN 42.1082""
feszz | ron |121.87467903|  121° 121° 52’
' ‘W 52.48074° 28.8445""
Alt 11.83
Spa-3| Lat | 36,59504622 |36° 36.70277'| 36° 35’
°N 42.1664"'
2323 | Lon |]21.87465439 121° 121° 52’
W 52.47926’ 28.7558"
Alt 11.83
M
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